DEPARTMENT OF THE ARMWY
Omha District, Corps of Engineers
106 South 15th Street
Omaha, Nebraska 68102-1618

:NOTICE:  Failure to acknow edge : Solicitation No. W)128F 04 B 0011
call amendnents may cause rejec-

:tion of the bid. See FAR : Date of Issue: 8 JUL 2004
:52.214-3 of Section 00100 : Date of Opening: 19 AUG 2004

Anrendnent No. 0003
9 August 2004

SUBJECT: Amendnent No. 0003 to Specifications and Drawi ngs for Construction of
ADAL Physical Fitness Center, Mnot AFB, North Dakot a.

Solicitation No. VWO128F 04 B 0011.

TO Prospective Bidders and O hers Concerned
1. The specifications and drawi ngs for subject project are hereby nodified
as follows (revise all specification indices, attachment Ilists, and draw ng

i ndi ces accordingly).

a. Specifications. (Descriptive Changes.)

(1) Section 02220, Page 2, paragraph 1.2 GENERAL REQUI REMENTS, in
the | ast sentence of this paragraph, delete "(in accordance with Section 01572
CONSTRUCTI ON AND DEMOLI TI ON WASTE MANAGEMENT, if applicabl e; salvaged itemns and
material s shall be di sposed of as specified."

(2) Secti on 02564, Page 6, paragraph 1.8.2, change title from
"Base Course, Aggregate Surface Course" to "Aggregate Base Course"

(3) Section 02630, Page 7, paragraph 3.2.1, Concrete Pipe
Requi renents, change first sentence to read "Wien no bedding class is specified
or detailed on the draw ngs, concrete pipe shall be bedded in a soil foundation
accurately shaped and rounded to conformto the | owest one-fourth of the
outside portion of circular pipe for the entire length of the pipe."

(4) Section 02763A, Page 4, del ete paragraph 2.2 PREFORVMED TAPE
inits entirety.

(5) Section 02763A, Page 4, del ete paragraph 2.3 REFLECTI VE MEDI A
inits entirety.

(6) Section 02763A, Page 6, delete paragraph 3.2.2 Reflective
Media inits entirety.

(7) Section 06410A, Page 3, paragraph 1.1 REFERENCES, preceding
"NATI ONAL ELECTRI CAL MANUFACTURERS ASSOCI ATI ON (NEMB), insert:

"CALI FORNI A BUREAU OF HOMVE FURNI SHI NGS AND THERMAL | NSULATI ON!
Technical Bulletin 117 Requi renents, Test Procedure and Apparatus for

Testing the Fl ane Retardance of Resilient
Filling Materials Used in Uphol stered
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Furniture".
(8) Secti on 06410A, Page 3, paragraph 1.1 REFERENCES, preceding
"W NDOW AND DOOR MANUFACTURERS ASSCCI ATI ON (WDMA) *, i nsert:

"NATI ONAL FI RE PROTECTI ON ASSCCI ATI ON ( NFPA)

NFPA 260 St andard Met hods of Tests and O assification
Systemfor Cgarette Ignition Resistance of
Conponents of Uphol stered Furniture".

(9) Secti on 06410A, Page 3, paragraph 1.2 GENERAL DESCRI PTI ON,
in the first sentence follow ng "and cabinets”, insert "and built-in wall
bench".

(10) Section 06410A, Page 5, paragraph 1.3 SUBM TTALS, under
"SD- 04 Sanples, preceding "Cabinet Hardware; G AE', insert:

"Fabric; G AE

Three sanpl es of each type and col or of fabric, each m ni mum 6
i nches square".

(11) Section 06410A, Page 5, paragraph 1.4 QUALI TY ASSURANCE,
at the end of the paragraph add: "Contractors and their personnel engaged in
the fabrication of the built-in wall bench shall be able to denonstrate a
m ni mrum of five years successful experience with simlar work."

(12) Section 06410A, Page 8, paragraph 2.10 ACCESSCRI ES,
fol | owi ng "ACCESSOR ES™ add "AND M SCELLANEQUS | TEMB'.

(13) Secti on 06410A, Page 8, follow ng paragraph 2.10.1

G omets, add: "2.10.2 Foam for Built-in Bench
Foam shal | neet the flammability requirements of Technical Bulletin
117 and NFPA 260. Foam for backs shall be 2 inches thick H gh
Resiliency (HR) pol yurethane foamwi th an Indentation Load
Defl ection (ILD) of 18 and a Density of 2.4. Foamfor seats shall
be 6 inches thick HR pol yurethane foamwith an ILD of 36 and a
Density of 2.0.

2.10.3 Fabric for Built-in Bench
Fabric shall be 100 percent vinyl face with 100 percent polyester
back and shall neet the flammability requirenments of Techni cal
Bulletin 117 and NFPA 260. Fabric shall exceed 100, 000 doubl e rubs
when tested in accordance with the Wzenbeek Test Method. Col ors
and patterns shall be in accordance with Section 09915 COLCR
SCHEDULE. "

(14) Section 06410A, Page 11, foll owi ng paragraph 2.11.10.2
Coatings, add: "2.11.11 Built-in Wall Bench

Fabricate frame and support nenbers fromlunber and 3/4 inch
nmedi um density fiberboard (MDF) as indicated on the draw ngs.
Form seats from Dacron cushi on wapped foam Seans shall be
centered or bal anced on each section of bench. Seans shall
be snmooth and free from puckers or tucks. Corners shall be
snoot h, eased and free from puckers."”
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(15) Section 07600, Page 4, paragraph 1.3 SUBM TTALS, preceding
SD-11 doseout Submittals, add:
"SD-04 Sanpl es

Col or coating; G AE
Subnit sanpl es of each color indicated.”

(16) Section 08120, Page 5, paragraph 1.3 SUBM TTALS, preceding
SD- 07 Certificates, add:

"SD- 04 Sanpl es

Fi ni shes; G AE

Subnmit three sanples mninmum 3 inches by 4 inches showi ng
extreme range of color and finish of each anodic coating

specified.”
(17) Section 08210, Page 3, paragraph 1.2 SUBM TTALS, under SD-04
Sanpl es, change "Submit a mninmumof three color selection sanples.” to "Subnit

a mninum of three color sanples.”

Sanpl es, following "painted finish" add "and anodi zed fi nish."

del ete Hardware Sets 24 and 25 in their entireties and insert:

(18) Section 08331A, Page 3, paragraph 1.2 SUBM TTALS, under SD- 04

(19) Section 08710, Page 14 and 15, paragraph 3.6 HARDWARE SETS,

"HW SET: 24

3 EA H NGES A5111 4.5 x 4.5 630

1 EA CLASSROOM LCCK 626

1 EA | C CYLI NDER AS REQUI RED 626 BES
1 EA CLCSER 02011 OR (02021 689

1 EA WALL STOP L52101 OR L52251 630

1 EA SMOKE GASKET RCE154 ( BULB) BLK

HW SET: 25

3 EA HI NGES A5111 4.5 X 4.5 NRP 630

1 EA CLASSROOM LOCK 626

1 EA I C CYLI NDER AS REQUI RED 626 BES
1 EA CLOSER TYPE 002021 W STOP ARM 689

1 EA SMOKE GASKET RCE 154 (BULB) BLK"

(20) Section 08710, Page 23, paragraph 3.6 HARDWARE SETS,

foll owi ng Hardware Set 66, add:

"HW SET: 67

6 EA HI NGES AB112 4.5 X 4.5 652

1 EA FLUSHBOLTS AUTOWVATI C 626

1 EA DUSTPROOF STRI KE W TH PLATE 626

1 EA STCREROOM LOCKSET FO7 626

1 EA I C CYLI NDER AS REQUI RED 626 BES
1 EA ASTRAGAL R3A634 628

1 EA SURFACE CLGCSER C02011 OR 002021 689
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2 EA WALL STOP L52101 OR L52251 630
2 EA Kl CK PLATE 12" X 1" LDW. 050 B4E 630
1 EA SMOKE GASKET ROE154 ( BULB) BRN'

(21) Section 08900, Page 6, paragraph 1.3 SUBM TTALS, preceding
SD- 05 Design Data, add:

"SD-04 Sanpl es
Fi ni sh; G AE
Subnit three sanples mninmum 3 inches by 4 inches showi ng
extreme range of color and finish of each anodic coating

specified.”

(22) Section 09310, Page 4, paragraph 1.2 SUBM TTALS, preceding
SD- 03, insert:

"SD-02 Shop Drawi ngs
Installation; GAE

Three copies of drawings indicating wall and floor tile
patterns.”

(23) Section 09310, Page 7, paragraph 2.4.2, change "ANSI A108. 1;
| at ex-portland cenent grout” to "Mddified epoxy grout; crosslink technol ogy."

(24) Section 09310, Page 7, paragraph 3.3 | NSTALLATI ON OF WALL
TILE, change the title to "I NSTALLATION OF WALL AND CEI LI NG TI LE".

(25) Section 09310, Page 7, paragraph 3.3 | NSTALLATI ON OF WALL AND
CEI LI NG TILE, change "and SR614-03 for steamroons"” to "and wall and ceiling
tile shall be installed in accordance with SR614-03 for steamroons. Fram ng
and cenentitious backer unit installation for steamroom suspended ceilings
shal | be as specified in Section 09200A LATH NG AND PLASTERI NG "

(26) Section 09310, Page 8, paragraph 3.4.3, change "ANSI A108. 1"
to ANSI Al.08.6".

(27) Section 09650, Page 2, paragraph 1.1 REFERENCES, under "ASTM
| NTERNATI ONAL (ASTM ", insert:

"ASTM D 395 (1998) Standard Test Methods for Rubber Property —
Conpr essi on Set

ASTM D 2047 (1993) Standard Test Method for Static Coefficient of
Friction of Polish-coated Floor Surfaces as Measured by the
Janes Machi ne

ASTM D 2240 (1997) Standard Test Method for Rubber Property — Duroneter
Har dness"

(28) Section 09650, Page 5, follow ng paragraph 2.10, add:
"2.11 RECYCLED RUBBER FLOORI NG, STRAI GHT EDGE MAT RBR-1

Recycl ed rubber flooring straight edge mat shall be conposed of recycled
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tire rubber granul es SBR (styrene-butadl ene rubber) and col ored EPDM
(et hyl ene- propyl ene di ene nononer), and shall be 38 inches square and 6
mm t hi ck, wei ghing 1.5 pounds per square foot. Shore hardness shall be
65 when tested in accordance with ASTM D 2240; conpression shall be 9.7
percent when tested in accordance with ASTM D 395; and coefficient of
friction shall be 1.04 dry and 1.05 wet when tested in accordance with
ASTM D 2047, Janes test method.

2.12 RECYCLED RUBBER FLOORI NG, | NTERLOCK MAT RBR-2

Recycl ed rubber flooring interlocking mat shall be conposed of col ored
EPDM (et hyl ene- propyl ene di ene nononer), and shall be 37 inches square
and 10 mmthick, weighting 2.5 pounds per square foot. Shore hardness
shall be 65 when tested in accordance with ASTM D 2240; conpression shall
be 9.7 percent when tested in accordance with ASTM D 395; and coeffi ci ent
of friction shall be 1.04 dry and 1.05 wet when tested in accordance wth
ASTM D 2047, Janes test nethod."

(29) Section 09650, Page 7, follow ng paragraph 3.10, add:
"3.11 PLACI NG RECYCLED RUBBER FLOORI NG

Recycl ed rubber flooring shall be |oose-laid in accordance with
manufacturer's instructions. Tile lines and joints shall be kept square,
symmetrical, tight, and even. Edge width shall vary as necessary to
maintain full-size tiles in the field, but no edge tile shall be |ess
than one-half the field tile size, except where irregular shaped roons
nmake it inmpossible. Flooring shall be cut to, and fitted around, al
permanent fixtures, built-in furniture and cabi nets, pipes, and outlets.
Edge tile shall be cut, fitted, and scribed to walls and partitions after
field flooring has been applied."”

(30) Section 09680, Page 5, paragraph 2.1.1.1 BROADLOOM CARPET
CPT-1, under paragraph d., following "J & J Encore Type 6 Nylon" add "or
equal ".

(31) Section 09680, Page 6, paragraph 2.1.1.1 BROADLOOM CARPET
CPT-1, under paragraph i., follow ng "Colorloc" add "or equal".

(32) Section 09680, Page 6, paragraph 2.1.1.1 BROADLOOM CARPET
CPT-1, under paragraph |., follow ng "Actionbac" add "or equal".

(33) Section 09680, Page 6, paragraph 2.1.1.2 ENTRANCE MODULAR
TILE CARPET CPT-2, under paragraph d., follow ng "Dupont nylon 6,6" add "or
equal ".

(34) Section 09680, Page 6, paragraph 2.1.1.2 ENTRANCE MODULAR
TILE CARPET CPT-2, under paragraph j., following "lIntegrated Cushion
Ther mabond" add "or equal ".

(35) Section 09900, Page 17, paragraph 3.4.2 Gypsum Board, change
title to "Gypsum Board and Pl aster".

(36) Section 09900, Page 17, paragraph 3.4.2 Gypsum Board, under
subparagraph a., following "Surface Oeaning:", insert "Plaster shall be clean
and free of |oose natter."

(37) Section 09900, Page 17, paragraph 3.4.2 Gypsum Board, at the
end of subparagraph c., add: " New plaster to be coated shall have a nmaxi num
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noi sture content of 8 percent, when neasured in accordance with ASTM D 4444,
Met hod A, unless otherwi se authorized. In addition to noisture content

requi renents, allow new plaster to age a mni mum of 30 days before preparation
for painting."”

(38) Section 09900, Page 20, paragraph 3.7 COATI NG SYSTEMS FOR
METAL, follow ng subparagraph f., add:

g. Wat er - based Pol yuret hane Metallic Coating System Spray application shall
be in accordance with manufacturer's printed reconmendations. Apply in 4
to 5 light passes, slowy building up finish. Wit until previous pass
is dry to the touch before sprayi ng next pass."

(39) Section 09900, Page 24, paragraph 3.12.2 | NTERI OR PAI NT
TABLES, under DIVISION 5, follow ng Paragraph C 1, add:

"D. Metal handrails and guardrails in Gymasi um and Lobby not ot herw se
speci fi ed:
1. Wt er - based pol yurethane/acrylic netallic paint finish system
(Satin Finish)
Mast er Coating Technol ogi es (MCT) Scuffnaster Architectural
Fi ni shes, SOLI D METALO or equal.
Wt er - based Bonding Priner: As recommended by netal lic base coat
manuf act urer.
Metal | ic Base Coat: Scuffnaster MC2000 wat er-based
pol yur et hane/ acryl i c base coat and crosslinker or equal.
Clear Coat: Scufffrmaster Utra-dear Satin water-based
pol yur et hane protective clear coat or equal.
System DFT: per manuf act urer
Provi de satin finish.

I NTERI OR GALVANI ZED SURFACES

E. Gal vani zed ductwork in Gymasi um
1. Al kyd
MPl I NT 5. 3L (Sem gl oss)
Prinmer: I nt er medi at e: Topcoat :
MPl 135 MPl 47 MPl 47

| NTERI OR SURFACES/ OTHER METALS ( NON- FERRCUS)

F. Al umi num al um num al | oy ductwork and accessories in pool:
1. Vi nyl Wash Prinmer/ Pol yur et hane Topcoat
MPl I NT 5.4C (d o0ss)
Priner: I nt er medi at e: Topcoat :
MPI 80 Ml 77 MPI 72

Provi de gl oss finish."

(40) Section 09900, Page 24, paragraph 3.12.2 | NTERI OR PAI NT
TABLES, under DIVISION 9: | NTERI OR PLASTER, GYPSUM BOARD, TEXTURED SURFACES
PAI NT TABLE, under subparagraph A, follow ng "Wall board" add "and pl aster
surfaces"”.

(41) Section 09900, Page 24, paragraph 3.12.2 | NTERI OR PAI NT
TABLES, under DIVISION 9: | NTERI OR PLASTER, GYPSUM BOARD, TEXTURED SURFACES
PAI NT TABLE, under subparagraph B, follow ng "Wall board" add "and pl aster
surfaces"”.
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(42) Section 09915, Page 4, paragraph 2.2.1.4 Metal Wall Panels,
Hardware and Associated Trim delete "Centria, Color: Chanpagne Bronze #9948"
and insert:

"Conposite Metal Panels MP-1: Al ucobond, Chanpagne Anodi zed

Wal | panels indicated to match existing: Match existing verti cal
wal | panel col or.

Insul ated wall panels: Match existing vertical wall panel color.

(43) Section 09915, Page 5, paragraph 2.2.2.8 Caul ki ng and
Seal ants, delete "[ ]" and insert "As indicated in Section 07920."

(44) Section 09915, Page 7, paragraph 2.2.6.4 Prefaced Concrete
Masonry Units, delete "] ]" and insert "Not Used".

(45) Section 09915, Page 8, paragraph 2.2.7.1, Acoustical Tile and
Gid, following "ACT-3", insert "ACT-4: Arnstrong Tundra, Medium Texture".

(46) Section 09915, Page 8, paragraph 2.2.7.3 Metal Deck, delete

"I ]" and insert "PNT-1: Martin Senour, Color: Down Pillow #9-7 (VWy".

(47) Section 09915, Page 8, paragraph 2.2.7.4 Structural Fram ng,
delete "[ ]" and insert "PNT-1: Martin Senour, Color: Down Pillow #9-7
(wy .

(48) Section 09915, Page 8 foll owi ng paragraph 2.2.7.4 Structural
Fram ng add: "2.2.7.5 Synthetic Finish:
Mat ch PNT-1: Martin Senour, Color Down Pillow #9-7 (VW\".

(49) Section 09915, Page 8 paragraph 2.2.8.9 Handrails, change
"Handrails" to "Handrails and Quardrail s".

(50) Section 09915, Page 8 paragraph 2.2.8.9 Handrails, follow ng
PNT- 4, change "(Lobby, Gym handrails)" to "(Lobby, G/m handrails and
guardrails)".

(51) Section 09915, Page 9, paragraph 2.2.8.12 Exposed Ductwork,
delete " ]" and insert "At Pool: Match existing wall neutral. At Gym PNIT-
4; Martin Senour, Color: Bluechip #116-5".

(52) Section 09915, Page 9, follow ng paragraph 2.2.8.12 Exposed
Ductwork, insert:
"2.2.8.13 Wod Trim (Room 132A)
Red QGak, clear finish, plain sliced to match wood doors.

2.2.8.14 FRP Doors and Franes
Corian Conpany, Color: Gay AG 71275; Finish: Matte".

(53) Section 09915, Page 9, paragraph 2.2.10.1 Toilet Partitions
and Urinal Screens, change paragraph title to "Toilet Partitions, Uinal
Screens and Shower Stall Doors".

(54) Section 09915, Page 10, paragraph 2.2.10.9 Visual D splay
Boards, add: "WWC-3: Maharam Pattern: Tek-Wall O Lux 306201, Color: 024
Particle".

(55) Section 09915, Page 10, paragraph 2.2.10.16 Shower Doors,
delete " ]" and insert "Not Used".
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(56) Section 09915, Page 10, paragraph 2.2.10.17 Fabric for Juice
Bar Banquette Seating, delete "FAB-1: ArcCom. . . Finish: "Cypton" inits
entirety and insert in its place:

"FAB-1: Arc-Com Pattern: Silverado AC-67667; Color: N ckel #18
FAB-2: Arc-Com Pattern: Silverado AC-67667; Color: Msty #8"

(57) Section 09915, Page 10, follow ng paragraph 2.2.10.17, add:

"2.2.10.18 GymCurtain
Opaque Fabric: Porter Flexiride, Color: Light Blue
Mesh: Porter Flexinmesh, Color: Gay"

(58) Section 10100A, Page 2, paragraph 1.2 GENERAL REQUI REMENTS,
following "includes flexible dry-erase witing surface" add "and tack boards".

(59) Section 10100A, Page 2, paragraph 1.3 SUBM TTALS, under SD- 04
Sanpl es, change "Fl exible Dry-Erase Surface" to "Materials; G AE' and insert:
"Section of core material showing the |am nation of natural cork, backer, and
vinyl wall covering."

(60) Section 10100A, Page 3, follow ng paragraph 2.2.2 Al um num
add: "2.2.3 Cork

Cork shall be a continuous resilient sheet made fromsoft, clean,

granul ated cork relatively free from hardback and dust and bonded with a
bi nder suitable for the purpose intended. The wearing surface shall be
free fromstreaks, spots, cracks or other inperfections that would inpair
its usefulness. The naterial shall be seasoned, and a cl ean cut nade not
less than 1/2 inch fromthe edge shall show no evi dence of soft sticky

bi nder.

2.2.3.1 Natural Cork

Material shall be a single |layer of pure grain natural cork without

backi ng or facing. The color shall be light tan. The cork sheet shall
have a tensile strength of not less than 40 psi when tested in accordance
with ASTM F 152.

2.2.4 Vinyl Wall Covering

Vinyl wall covering shall be 80 percent polylefin and 20 percent coated
fiberglass with an acrylic backing. Vinyl wall covering shall have a
Class A flame spread rating of 0-50 and snoke devel opnent rating of 0-450
in accordance with ASTM E 84."

(61) Section 10100A, Page 3, follow ng paragraph 2.3 FLEXI BLE DRY-
ERASE WRI TI NG SURFACE, add:

"2.4  TACKBOARDS

Tackboard shall have a vinyl wall covering lamnated to a mninmum1/4
inch thick cork lamnated to a minimum 3/8 inch thick insulation board or
fi berboard and shall be edge wapped. The size shall be as shown in the
drawi ngs. "
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(62) Section 10100A, Page 4, paragraph 3.1, | NSTALLATION, delete
the sentence "Conceal ed fasteners shall be used.” and insert: "Conceal ed
fasteners shall be used to fasten flexible dry-erase witing surface al um num
frame and trim Adhesive as recomended by manufacturer shall be used to
attach flexible dry-erase surfaces and tackboards."

(63) Section 10153, Page 2, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, following "Toilet Partition System G AE' add "Shower Stall
Doors; G AE".

(64) Section 10153, Page 3, paragraph 1.3 SYSTEM DESCRI PTI ON,

followi ng "including toilet enclosures"” insert ", shower stall doors,".

(65) Section 10153, Page 3, paragraph 2.1 TO LET ENCLOSURES, at
the end of Paragraph 2.1, add:

"2.1.1 Shower Stall Doors

Shower stall doors shall be floor nounted and overhead braced or wall
supported as indicated on drawings. Materials and construction shall natch
that of toilet enclosures.™

(66) Section 10153, Page 6, paragraph 3.1 I NSTALLATIQN, foll ow ng
"Toilet partitions" add "including shower stall doors and urinal screens".

(67) Section 10650A, Page 4, paragraph 2.1.1 Panel Surface Finish,
follow ng "Sides Faci ng Roons 198A and 198B", change "surfaed" to "surfaced";
followi ng "vinyl wall covering material", insert "(VWAC-2)"; and change "Section
0915" to "Section 09915".

(68) Section 11480, Page 2, paragraph 1.1 SUBM TTALS, preceding
SD- 10 Operations and Mi ntenance Data, add:

"SD- 04 Sanpl es

Opaque Fabric; G AE
Mesh; G AE

Subnit three pieces, 6 inches by 6 inches mninum of each fabric and
nesh. "

(69) Section 13110A, Page 4, paragraph 1.2 SUBM TTALS, under SD- 03
Product Data, change "Equiprent; G AE" to "Equi pment".

(70) Section 13110A, Page 4, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete "Spare Parts" and the paragraph follow ng "Spare Parts."

(71) Section 13110A, Page 5, paragraph 1.2 SUBM TTALS, under SD- 10
Qper ation and Mai ntenance Data, change "Cathodic Protection Systenm G AO' to
"Cat hodi ¢ Protection Systent.

(72) Section 13110A, Page 6, paragraph 1.2 SUBM TTALS, under SD-10
Qper ation and Mai ntenance, change "Trai ning Course; G AQO' to "Training Course".

(73) Section 13851A, Page 5, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, in the paragraph follow ng "Special Tools and Spare Parts; G RE"
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change the second sentence to read "Data shall include source of supply
recommended by the manufacturer.”

(74) Section 13851A, Page 5, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete "Technical Data and Conputer Software; G AE' and delete
"Technical data which relates to conputer software.”

(75) Section 13851A, Page 5, paragraph 1.2 SUBM TTALS, under SD- 03
Product Data, change "Testing; GAE' to "Testing; G ACQ'.

(76) Section 13851A, Page 5, paragraph 1.2 SUBM TTALS, under SD- 06
Test Reports, change "Testing; G AE' to "Testing; G AC'.

(77) Section 13851A, Page 6, paragraph 1.2 SUBM TTALS, under SD-10
Qper ation and Mai ntenance Data, paragraph follow ng "Technical Data and
Conputer Software; G RE' delete | ast sentence "Manual s shall be approved prior
to training."

(78) Section 13920A, Page 4 , paragraph 1.2 SUBM TTALS, under SD
02 Shop Drawings, delete "Installation Requirenents; G AO' and delete "Three
copies . . . thru paragraph f. . . .of each controller."

(79) Section 13920A, Page 5, paragraph 1.2 SUBM TTALS, under SD- 03
Product Data, delete "Fire Punp Installation Related Submittal s" and delete "A
list . . . Representative".

(80) Section 13920A, Page 6, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete "G A0 from "Manufacturer's Representative".

(81) Section 13930A, Page 8, paragraph 1.6 SUBM TTALS, under SD- 03
Product Data, delete "Fire Protection Related Submittal s" and delete "A |ist of
Protection Specialist".

(82) Section 13930A, Page 9, paragraph 1.6 SUBM TTALS, under SD-03
Product Data, delete "ON-site Training; GAO' and del ete "Proposed procedures
for . . . related training".

(83) Section 13930A, Page 9, paragraph 1.6 SUBM TTALS, under SD- 07
Certificates, delete "G AO' from"lInspection by Fire Protection Specialist".

(84) Section 15080A, Page 6, paragraph 1.4 SUBM TTALS, under SD-02
Shop Drawi ngs, delete "GAO from"Mca Pl ates".

(85) Section 15182, Page 6, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete "G A0 from"Refrigerant Piping Tests".

(86) Section 15182, Page 6, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete "Denonstrations; G AJO and delete "A schedule, . . . for
the training".

(87) Section 15182, Page 6, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete "Verification of D nensions" and delete "A letter,
any di screpanci es found".

(88) Section 15182, Page 7, paragraph 1.2 SUBM TTALS, delete "SD
07 Certificates" inits entirety.
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(89) Section 15190A, Page 4, paragraph 1.2 SUBM TTALS, delete "SD
02 Shop Drawings" in its entirety.

(90) Section 15400A, Page 13, paragraph 1.2 SUBM TTALS, delete
"SD-02 Shop Drawings" inits entirety.

(91) Section 15400A, Page 14, paragraph 1.2 SUBM TTALS, under SD-
06 Test Reports, delete "G A0 from "Test of Backflow Prevention Assenblies".

(92) Section 15400A, Page 14, paragraph 1.2 SUBM TTALS, under SD
07 Certificates, delete "Bolts" and delete "Witten certification . . . on this
certification".

(93) Section 15556A, Page 7, paragraph 1.2 SUBM TTALS, delete "SD
02 Shop Drawings" in its entirety.

(94) Section 15700A, Page 5, paragraph 1.2 SUBM TTALS, under SD
03 Product Data, delete Verification of D nensions" and delete "A letter, at
di screpanci es found".

(95) Section 15700A, Page 6, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete "Denonstrations; G AJO and "delete A schedule, . . . for
the training".

(96) Section 15700A, Page 7, paragraph 1.2 SUBM TTALS, under SD-07
Certificates, delete "Service Organization" and delete "A certified |ist
of the contract".

(97) Section 15895, Page 7, paragraph 1.5 SUBM TTALS, del ete SD 02
Shop Drawi ngs" in its entirety.

(98) Section 15895, Page 7, paragraph 1.5 SUBM TTALS, under SD-03
Product Data, delete "G AO'" from "Test Procedures".

(99) Section 15895, Page 8, paragraph 1.5 SUBM TTALS, under SD-03
Product Data, delete "Manufacturer's Experience" and del ete "Statenent
denonstrating . . . by this section".

(100) Section 15895, Page 8, paragraph 1.5 SUBM TTALS, under SD-03
Product Data, delete "Performance Tests; G AO' and del ete "Proposed Test
of related testing".

(101) Section 15895, Page 8, paragraph 1.5 SUBM TTALS, under SD-03
Product Data, delete "Field Training; GAQO and delete "Proposed schedul e for
of related training".

(102) Section 15951A, Page 11, paragraph 1.3 SUBM TTALS, under SD-
03 Product Data, delete Service Organizations; GAO and delete "Six copies of
a. . . telephone nunber".

(103) Section 15990A, Page 2, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete "Tab Rel ated HVAC Subrmittals; G AO and delete "A list of
the . . . TAB Specialist".

(104) Section 15990A, Page 3, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete "G AO' from"Calibration".
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(105) Section 15990A, Page 3, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete "G AO" from"Systens Readi ness Check".

(106) Section 15990A, Page 3, paragraph 1.2 SUBM TTALS, under SD- 03
Product Data, delete "G AO' from TAB Executi on".

(107) Section 15990A, Page 3, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete "G AO'" from TAB Verification".

(108) Section 15990A, Page 4, paragraph 1.2 SUBM TTALS, under SD- 07
Certificates, delete "G AO' from"Ductwork Leak Testing".

(109) Section 15995A, Page 2, paragraph 1.1 SUBM TTALS, under SD-03
Product Data, delete "G A0 from " Conmi ssi oni ng".

(110) Section 15995A, Page 2, paragraph 1.1 SUBM TTALS, under SD-03
Product Data, delete "G AO" from "Pre-Conm ssi oni ng".

(111) Section 16070, Page 2, paragraph 1.2 SUBM TTALS, delete "SD
02 Shop Drawings" in its entirety.

(112) Section 16070, Page 2, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete "Lighting Fixtures in Buildings; GAC.

(113) Section 16070, Page 2, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, delete paragraph following ""Lighting Fixtures in Buildings; G
AC'.

(114) Section 16120A, Page 2, paragraph 1.2 SUBM TTALS, delete SD
03 Product Data in its entirety.

(115) Section 16261N, Page 4, paragraph 1.2 SUBM TTALS, under SD- 02
Shop Draw ngs, delete "Schematic diagranmy G', "Interconnecting diagranms; G and
Installation draw ngs; G'.

(116) Section 16261N, Page 5, paragraph 1.2 SUBM TTALS, under SD-03
Product Data, followi ng "Variable frequency drives; G' add:

"Schematic diagram G'
I nt erconnecting diagrans; G
Installation draw ngs; G'.

(117) Section 16261N, Page 5, paragraph 1.2 SUBM TTALS, under SD-09
Manufacturer's Field Reports, delete "VFD Factory Test Plan; G'.

(118) Section 16375A, Page 8, paragraph 1.3 SUBM TTALS, under SD-02
Shop Draw ngs, change "Electrical Distribution System G AE' to "Electrical
Di stribution Systeny G AQ

(119) Section 16375A, Page 8, paragraph 1.3 SUBM TTALS, under SD-02
Shop Drawi ngs, following As-Built Drawi ngs; G RE, delete "for approval." from
7' sent ence.

(120) Section 16375A, Page 9, paragraph 1.3 SUBM TTALS, under SD-03
Product Data, delete "Fault Current Analysis, G AE"', Protective Device;, G AE",
and "Coordination Study; G AE' and del ete paragraph foll ow ng "Coordination
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Study; G AE".

(121) Section 16375A, Page 9, paragraph 1.3 SUBM TTALS, under SD- 03
Product Data, delete "Material and Equi pnent; G RE' and del ete paragraph
following "Material and Equi pnent; G RE".

(122) Section 16375A, Page 10, paragraph 1.3 SUBM TTALS, under SD-
06 Test Reports, change "Factory Tests; GRE' to "Factory Tests".

(123) Section 16375A, Page, 10 paragraph 1.3 SUBM TTALS, under SD- 06
Test Reports, change "Field Testing; GAE' to "Field Testing".

(124) Section 16375A, Page, 11 paragraph 1.3 SUBM TTALS, under SD- 06
Test Reports, change "Cable Installation; GRE' to "Cable Installation; GAO'.

(125) Section 16375A, Page, 11 paragraph 1.3 SUBM TTALS, under SD-07
Certificates, change "Material and Equi pnent; GRE' to "Material and
Equi prrent .

(126) Section 16375A, Page, 12 paragraph 1.3 SUBM TTALS, under SD- 07
Certificates, change Cable Joints; GRE' to "Cable Joints".

(127) Section 16375A, Page, 12 paragraph 1.3 SUBM TTALS, under SD- 07
Certificates, change "Cable Installer Qualification;, GRE'" to "Cable Installer
Qualifications".

(128) Section 16375A, Page, 12 paragraph 1.3 SUBM TTALS, under SD-10
Qper ation and Mai ntenance Data, change "Electrical D stribution System G RE
to "Electrical Distribution Systeni.

(129) Section 16415A, Page 15, paragraph 1.3 SUBM TTALS, under SD
03 Product Data, delete "Material Equipnent, and Fixture Lists; G AE' and
del ete paragraph followi ng "material Equi prent, and Fixture Lists; G AE".

(130) Section 16415A, Page 15, paragraph 1.3 SUBM TTALS, under SD
03 Product Data, change "lInstallation Procedures; GRE" to "Installation
Procedures".

(131) Section 16415A, Page 15, paragraph 1.3 SUBM TTALS, under SD-
03 Product Data, in paragraph following AS-Built Drawings; GRE, delete "for
approval " in the 8" sentence.

(132) Section 16415A, Page 15, paragraph 1.3 SUBM TTALS, under SD-
06 Test Reports, change "Factory Test Reports; GRE' to "Factory Test Reports".

(133) Section 16415A, Page 16, paragraph 1.3 SUBM TTALS, under SD-
07 Certificates, change "Materials and Equiprent; GAO' to "Materials and
Equi prment ".

(134) Section 16710A, Page 4, paragraph 1.4 SUBM TTALS, under SD-02
Shop Draw ngs, change "Premi ses Distribution System G AE' to "Prem ses
Distribution System G AOQ'.

(135) Section 16710A, Page 4, paragraph 1.4 SUBM TTALS, under SD-02
Shop Drawi ngs, change "Installation; GAE' to "lInstallation; GAC.
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(136) Section 16710A, Page 4, paragraph 1.4 SUBM TTALS, under SD-03
Product Data, change "Record Keepi ng and Docunentation; G AE' to "Record
Keepi ng and Document ati on”.

(137) Section 16710A, Page 4, paragraph 1.4 SUBM TTALS, under SD-03
Product Data, change "Spare Parts; G AE' to "Spare Parts".

(138) Section 16710A, Page 4, paragraph 1.4 SUBM TTALS, under SD-03
Product Data, change "Manufacturer's Recomrendations; G AE' to "Manufacturer's
Recomendat i ons".

(139) Section 16710A, Page 4, paragraph 1.4 SUBM TTALS, under SD- 03
Product Data, delete |ast sentence in paragraph follow ng "Manufacturer's
Recommendati ons; G AE".

(140) Section 16710A, Page 5, paragraph 1.4 SUBM TTALS, under SD-03
Product Data, change Test Plans; G AE' to "Test Plans; G AC'.

(141) Section 16710A, Page 5, paragraph 1.4 SUBM TTALS, under SD-03
Product Data, change "Qualifications; GAE' to "Qualifications; GAQ'.

(142) Section 16710A, Page 5, paragraph 1.4 SUBM TTALS, under SD-06
Test Reports, change Test Reports; G AE' to "Test Reports; G ACO'.

(143) Section 16710A, Page 4, paragraph 1.4 SUBM TTALS, under SD- 07
Certificates, change "Prem ses Distribution System GAE' to "Prem ses
Distribution System G AO'.

(144) Section 16710A, Page 4, paragraph 1.4 SUBM TTALS, under SD- 07
Certificates, change "Materials and Equi prent; G AE' to "Materials and
Equi prent; G AC'.

(145) Section 16710A, Page 4, paragraph 1.4 SUBM TTALS, under SD- 07
Certificates, change "Installers; GAE" to "installers; GAOQ'.

b. Specifications (New and/or Revised and Reissued). Del ete and
substitute or add specification pages as noted bel ow The substituted pages are
revi sed and reissued with this amendnent.

Pages Del eted Pages Substituted or Added
Section 08330A Section 08330A
Secti on 10440 Secti on 10440

--- Section 01355A
--- Section 01566
--- Section 08130
--- Section 08220
--- Section 09200A
--- Section 13289

C. Drawi ngs (Not Reissued). The followi ng sheets of drawi ng code
AF740-28-01 are revised as indicated below with latest revision date of 05
August 2004. These drawi ngs are not reissued with this amendnent.

(1) Sheet &.01 change Index Reference for sheet (9.02 from
"Drai nage Manhol e Details" to "Drainage Manhole and Area Inlet Details".
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(2) Sheet C4.01, add the following to note 6: " Soil shall
remai n undi sturbed at |ocations where new footings are to be constructed
adjacent to existing footings, and under footings of remaining structures.
At these locations the existing ground shall be surface conpacted, and the
new footings shall be constructed on the exposed subgrade.

(3) Sheet (©9.01, on detail 7 add the followi ng at the end of the

note which begins "3 of existing soil below . . ." "Soil shall remain
undi sturbed at |ocations where new footings are to be constructed adjacent to
existing footings, and under footings of remaining structures. At these
locations the existing ground shall be surface conpacted, and the new

footings shall be constructed on the exposed subgrade. ™

(4) Sheet (9.02, change sheet title from "Drainage Manhole
Details" to "Drai nage Manhole and Area Inlet Details".

(5) Sheet S1.01, under GCeneral Structural Notes: D. Foot i ngs,
add Note "5. VWall footings and spread footings outside of the remaining
exiting buildings to be sub cut and reconputed as described in the soil report.
Footings adjacent to the remaining existing footings and all new footings
within the existing building to be surface conpacted only."

(6) Sheet Al1l.08, Sheet reference 3-C and Sheet A1l.09, Plan 1,
sheet references 3-D and 4-C, change note from "Paint VWall Hung Metal Shelf -
Typ" to "Wall Hung Metal Shelf — NIC'.

(7) Sheet A1.08, Plan 1, Roons 152, 156, and 157, change note
from"Bench" to "Red oak bench with clear finish on painted steel support posts
4'-0" on center — hold back of bench 2" fromwall surface."

(8) Sheet A2.03, Sheet reference D-3, delete notes "Soffit".

(9) Sheet A4.07, Elevation Detail 5, change reference cut from
"Al.01" to "Al. 02".

(10) Sheet A7.04, Sheet reference A-2, at Bar Scale 1-1/2" = 1'-
0", add note "All Details This Sheet."

(11) Sheet A8.01, Sheer reference B-2, at Bar Scale 1-1/2" = 1'-
0", add note "All Details This Sheet Unless Noted O herw se."

(12) Sheet A8.02, Sheer reference B-2, at Bar Scale 1-1/2" = 1'-
0", add note "All Details This Sheet Unless Noted O herw se."

(13) Sheet A9.03, Sheet reference A-2, add "Bar Scale 1-1/2" = 1'-

0" All Details This Sheet."

(14) Sheet A9.05, Sheet reference A-2, add "Bar Scale 3" = 1'-0"
Al Details This Sheet."

(15) Sheet F4.01, Provide photoel ectric snoke detector on Hall way
side of fire door (door 173) at w ndow W4. Provide connections from snoke
detector to Fire Alarm Control Panel and fire door controller. Initiation of
snoke detector to close fire door, and signal Fire Alarm Control Panel. Sheet
F5. 01.
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(16) Sheet F5.01, Indicate photoelectric snoke detector in room
173 with connections to Fire Alarm Control Panel and fire door (door 173).

(17) Sheet E2.01, Provide 120V connection to coiling fire door
(door 173) at window W4. Provide 1/2"C W2#12 & 1#12G to spare, 20 Anp,
single pole, circuit breaker in panelboard L7. Coordinate connections wth
door installer.

d. Drawings (Reissued). The follow ng sheets of drawi ng code AF 740-
28-01 are revised with latest revision date of 05 August 2004, and reissued
with this amendnent.

(1) Dag. AF 740-28-01 Sheet Al.05
(2) AF 740- 28- 01 Sheet A4.01
(3) Dag. AF 740-28-01 Sheet A4.02
(4) Dag. AF 740-28-01 Sheet A4.03
(5) Dag. AF 740-28-01 Sheet A5.01
(6) Dag. AF 740-28-01 Sheet A5.02
(7) Dwg. AF 740-28-01 Sheet A6.01
(8) Dag. AF 740-28-01 Sheet A6.03
(9) Dag. AF 740-28-01 Sheet A6.04
(10) Dwg. AF 740-28-01 Sheet A9.02
(11) Dwg. AF 740-28-01 Sheet i1.02
(12) Dwg. AF 740-28-01 Sheet i1.04

(13) Dwg. AF 740-28-01 Sheet i2.04

(14) Sheet SKA10901

(15) Sheet SKA10902

(16) Sheet SKA50601

e. Drawings (New). The following new sheets of drawi ng code AF 740-
28-01 dated 05 August 2004 are hereby added to the contract drawings and are
i ssued with this anendnent.

(1)  Sheet SKC 90201

(2)  Sheet SKC 90202

(3) Sheet SKA 10701

(4) Sheet SKA 10702
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(5)  Sheet SKA 10903

(6)  Sheet SKA 20201

(7)  Sheet SKA 40501

(8)  Sheet SKA 40502

(9)  Sheet SKA 40701

(10) Sheet SKA 40702

(11) Sheet SKA 70303

(12) Sheet SKA 90101

(13) Sheet SKA 90102

(14) Sheet SKA 90303

(15) Sheet SKA 90402

(16) Sheet SKA 90403

(17) Sheet SKA 90404

(18) Sheet SKi 20101

2. This anendnent is a part of the bidding papers and its receipt shall be
acknow edged on the Standard Form 1442. Al other conditions and requirenents
of the specifications remain unchanged. |f the bids have been mailed prior to
receiving this anendnent, you will notify the office where bids are opened, in
the specified manner, imrediately of its receipt and of any changes in your bid
occasi oned t hereby.

a. Hand-Carried Bids shall be delivered to the U S. Arny Corps of
Engi neers, Omaha District, Contracting Division (Room 301), 106 South 15th
Street, Omaha, Nebraska 68102-1618.

b. Mai | ed Bids shall be addressed as noted in Item 8 on Page 00010-1
of Standard Form 1442,

3. Bids will be received until 2:00 p.m, local tine at place of bid
openi ng, 19 AUG 2004.

Attachnents:
Spec Pages listed in 1.b. above
Dwgs. listed in 1.d. and 1.e. above

U S Arny Engineer District, Qmaha
Cor ps of Engi neers

106 South 15th Street

QOraha, Nebraska 68102-1618

9 August 2004
JDW 4529
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SECTI ON 08330A

OVERHEAD ROLLI NG DOORS
10/ 03

PART 1 GENERAL

1.1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

ASTM | NTERNATI ONAL (ASTM

ASTM A 653/ A 653M (2002a) Steel Sheet, Zinc-Coated
(Gal vani zed) or Zinc-lron All oy-Coated
(Gl vanneal ed) by the Hot-Di p Process

NATI ONAL ELECTRI CAL MANUFACTURERS ASSOCI ATl ON ( NEMVR)

NEVA | CS 2 (2000) Industrial Controls and Systens:
Controllers, Contactors, and Overl oad
Rel ays Rated 600 Volts

NEMA | CS 6 (1993; R 2001) Industrial Control and
Systenms: Encl osures

NEVA MG 1 (1998) Mdtors and Generators
NATI ONAL FI RE PROTECTI ON ASSOC!I ATI ON ( NFPA)
NFPA 70 (2002) National Electrical Code
NFPA 80 (1999) Fire Doors and Fire W ndows
1.2 DESCRI PTI ON

Overhead rolling doors shall be spring counterbal anced, rolling type, with
interlocking slats, conplete with guides, fastenings, hood, brackets, and
operating nmechani sns, and shall be designed for use on openings as
indicated. Fire doors shall bear the Underwiters Laboratories, Warnock
Hersey, Factory Mutual or other nationally recognized testing | aboratory

| abel for the rating listed on the drawi ngs. Each door shall be provided
with a permanent |abel showi ng the manufacturer's name and address and the
nodel / seri al nunmber of the door.

1.2.1 Qperational Cycle Life

Al'l portions of the door and door operating mechanismthat are subject to
noverment, wear, or stress fatigue shall be designed to operate through a
m ni mum nunber of 25,000 cycles. One conplete cycle of door operation is
defined as when the door is in the closed position, noves to the full open

SECTI ON 08330A Page 2
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position, and returns to the closed position.

1.3 SUBM TTALS
CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs

Approved Detail Drawi ngs; G AE
Install ation

Dr awi ngs showi ng the | ocation of each door including schedul es.
Drawi ngs shall include el evations of each door type, details and
met hod of anchorage, details of construction, |ocation and
installation of hardware, shape and thickness of naterials,
details of joints and connections, and details of guides and ot her
fittings.
SD- 03 Product Data
Overhead Rolling Doors; G AE
Manuf acturer's catal og data and test data.
Manufacturer's preprinted installation instructions.
SD- 04 Sanpl es
Overhead Rol ling Doors; G AE
Submit three color sanples of factory applied finishes.
SD- 06 Test Reports

Tests

Witten record of fire door drop test.

SD-10 Operation and Mai ntenance Data
Qperation and Mai ntenance Manual s; G AO

Si x copies of the system operati on nanual and system nai nt enance
and repair manual for each type of door and control system

1.4 DELI VERY AND STORAGE

Doors shall be delivered to the jobsite wapped in a protective covering
with the brands and names clearly marked thereon. Doors shall be stored in
a dry location that is adequately ventilated and free fromdirt and dust,
wat er, and other contam nants, and in a manner that permts easy access for
i nspection and handl i ng.

SECTI ON 08330A Page 3
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1.5 WARRANTY

Manuf acturer's standard performance guarantees or warranties that extend
beyond a 1-year period shall be provided.

1.6 OPERATI ON AND NMAI NTENANCE MANUALS

Qperating instructions outlining the step-by-step procedures required for
not ori zed door and shutter operation for the overhead rolling door unit
shal |l be provided. The instructions shall include the manufacturer's nane,
nodel nunber, service manual, parts list, and brief description of all

equi pnment and their basic operating features. Maintenance instructions
[isting routine maintenance procedures, possible breakdowns and repairs,
troubl eshooti ng guides, and sinplified diagrans for the equi pment as
installed shall be provided. A complete list of parts and supplies, source
of supply, and a list of the high nortality mai ntenance parts shall be
provi ded.

PART 2 PRODUCTS

2.1 OVERHEAD ROLLI NG DOORS
Doors shall be between janmb-nounted type.

2.1.1 Curtains
The curtains shall roll up on a barrel supported at the head of opening on
brackets, and shall be bal anced by helical torsion springs. Steel slats
for doors less than 15 feet wi de shall be mininmumbare netal thickness of
0. 0281 i nches.

2.1.1.1 Non- I nsul ated Curt ai ns

Curtains shall be fornmed of interlocking slats of shapes standard with the
manuf act urer.

2.1.2 Endl ocks and W ndl ocks
The ends of each alternate slat for interior doors shall have stee
endl ocks of manufacturer's stock design. Endlocks shall be provided in
accordance with manufacturer's listing on fire doors when required by test
results perfornmed by the code listing agency.

2.1.3 Bott om Bar
The curtain shall have a standard bottom bar consisting of two hot-dip
gal vani zed steel angles for steel doors. A sensing edge shall be attached
to the bottom bar of doors that are el ectric-power operated.

2.1.4 Qui des
Gui des shall be steel structural shapes or forned steel shapes, of a size
and depth to provide proper clearance for operation and resistance under
the design wi ndload. Guides shall be attached to adjoi ning construction
with fasteners reconmended by the nmanufacturer.

2.1.5 Bar r el

The barrel shall be steel pipe or commercial wel ded steel tubing of proper
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di ameter for the size of curtain. Deflection shall not exceed 0.03 inch
per foot of span. Ends of the barrel shall be closed with netal plugs,
machined to fit the pipe.

2.1.6 Springs

G| tenpered helical steel counter-balance torsion springs shall be
installed within the barrel and shall be capabl e of producing sufficient
torque to assure easy operation of the door curtain. Access shall be
provided for spring tension adjustnment from outside of the bracket without
renovi ng the hood.

2.1.7 Br acket s

Brackets shall be of steel plates to close the ends of the roller-shaft
housi ng, and to provide nmounting surfaces for the hood. An operation
bracket hub and shaft plugs shall have seal ed prelubricated ball bearings.

2.1.8 Hoods

Hoods shall be steel with m nimum bare nmetal thickness of 0.0219 inches
formed to fit contour of the end brackets, and shall be reinforced with
steel rods, rolled beads, or flanges at top and bottom edges. Miltiple
segnent and single piece hoods shall be provided with support brackets of
the manufacturer's standard design as required for adequate support.

2.1.9 Oper ation

Doors shall be operated by neans of electric power with auxiliary chain
hoi st. Equi pnent shall be designed and nmanufactured for usage in
non- hazar dous areas.

2.1.9.1 El ectric Power Operator Wth Auxiliary Chain Hoist Operation

El ectric power operators shall be heavy-duty industrial type. The unit
shal | operate the door through the operational cycle |life specified. The
el ectric power operator shall be conplete with electric notor, auxiliary
operation, necessary means of reduction for mediumduty doors, brake,
mounti ng brackets, key controls, linmt swtches, nmagnetic reversing
starter, and all other accessories necessary to operate conponents
specified in other paragraphs of this section. The operator shall be so
designed that the notor may be renpved w thout disturbing the
[imt-switches settings and without affecting the emergency chain operator.

Doors shall be provided with an auxiliary operator for imediate emergency
manual operation of the door in case of electrical failure. Auxiliary
operation shall be by neans of gal vani zed endl ess chain extending to within
3 feet of the floor. The energency manual operating nechani smshall be so
arranged that it nay be operated fromthe floor without affecting the
settings of the limt switches. A nechanical device shall be included that
wi || disconnect the notor fromthe drive operating mechani sm when the
auxiliary operator is used. Were control voltages differ from notor
voltage, a control voltage transformer shall be provided in and as part of
the electric power operator system Control voltage shall not exceed 120
vol ts.

a. Mitors: Drive nmotors shall conformto NEMA MG 1, shall be
hi gh-starting torque, reversible type, and shall be of sufficient
hor sepower and torque output to nove the door in either direction from any
position at a speed range of 6 to 8 inches per second w thout exceeding
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the rated capacity. Mtors shall be suitable for operation on 120 volts, 60

hertz, single phase current and shall be suitable for across-the-line
starting. Mitors shall be designed to operate at full capacity over a
supply voltage variation of plus or mnus 10 percent of the notor voltage
rating. Motors shall be provided with overload protection.

b. Controls: Control equipnent shall conformto NEMA ICS 2
Encl osures shall conformto NEMA ICS 6, Type 12 (industrial use), Type 7 or
9 in hazardous locations, in accordance with NFPA 70. Each control station
shall be of the three position switch type, marked "OPEN," "CLCSE," and
"STOP." The "OPEN' and "STOP' controls shall be of the nonmentary contact
type with seal-in contact. The "CLOSE" control shall be of the nonentary
contact type. Wen the door is in notion and the "STOP" control is
pressed, the door shall stop instantly and remain in the stop position;
fromthe stop position, the door shall be operable in either direction by
the "OPEN' or "CLOSE" controls. Controls shall be of the full-guarded type
to prevent accidental operation. Readily adjustable limt switches shal
be provided to automatically stop the doors at their fully open and cl osed
posi tions.

c. Sensing Edge Device: The bottom edge of electric power operated
doors shall have an electric sensing edge for non-hazardous areas that will
reverse the door novenent upon contact with an obstruction and cause the
door to return to its full open position. The sensing edge shall not
substitute for a linmt swtch

d. Electrical Wrk: Conduit and wi ring necessary for proper
operation shall be provided under Section 16415A ELECTRI CAL WORK, | NTERI OR
Fl exi bl e connecti ons between doors and fi xed supports shall be nmade with
flexible type SJO cabl e, except in hazardous | ocations where wring shal
conformto NFPA 70, as appropriate. The cable shall have a spring-I|oaded

automatic take up reel or a coil cord equival ent devi ce.

2.1.10 Fi ni sh

Steel slats and hoods shall be hot-dip gal vani zed m ni num G0 i n accordance
with ASTM A 653/ A 653M and shall be treated for paint adhesi on and shal
receive a factory baked-on finish coat. Surfaces other than slats, hood,
and faying surfaces shall be cleaned and treated to assure naxi mum pai nt
adherence and shall be given a factory dip or spray coat of rust inhibitive
netallic oxide or synthetic resin primer. Color shall be selected from
manuf acturers standard colors. Color listed is not intended to limt the
sel ection of equal colors fromother manufacturers..

2.2 FI RE DOORS

Fire rated rolling doors shall be provided at |ocations shown on the

drawi ngs. Fire doors shall conformto the requirenments specified herein
and to NFPA 80 for the class indicated. Doors shall bear the |abel of a
recogni zed testing agency indicating the listed rating for the fire door.
The construction details necessary for the listed rating shall take
precedence over conflicting details shown or specified herein. Fire doors
shal |l be conplete with hardware, accessories, and automatic cl osing device.
An automatic closing device shall operate upon the activation of a snoke
detection system Once the door has closed, it can be reset by resum ng
power to the motor operator, clearing the alarmsystem and activating the
up control station. Mechanical resetting shall never be required.
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PART 3 EXECUTI ON

3.

1 | NSTALLATI ON

Doors shall be installed in accordance with approved detail draw ngs and
manuf acturer's instructions. Anchors and inserts for guides, brackets,

har dwar e, and ot her accessories shall be accurately located. Upon

compl etion, doors shall be free fromwarp, twist, or distortion. Doors
shal |l be lubricated, properly adjusted, and denmonstrated to operate freely.
Fire doors shall be installed in conformance with the requirenments of NFPA
80 and the manufacturer's instructions.

.2 FI ELD PAI NTED FI NI SH

St eel gui des and bottom bar shall be field painted in accordance with
Section 09900 PAINTING GENERAL. Finish shall be free of scratches or
ot her bl enmi shes. Color shall match adjacent wall color.

.3 TESTS

The fire doors shall be drop tested in accordance with NFPA 80 to show
proper operation and full automatic closure and shall be reset in
accordance with the manufacturer's instructions. A witten record of
initial test shall be provided to the Contracting O ficer.

-- End of Section --
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SECTI ON 10440

| NTERI OR SI GNAGE
07/ 02

PART 1 GENERAL

1.1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic

desi gnation only.

ASTM | NTERNATI ONAL (ASTM

(2002) Al umi num and Al unmi num Al | oy
Extruded Bars, Rods, Wre, Profiles, and

Tubes

ASTM B 221

1.2 SUBM TTALS

CGovernment approval is required for submittals with a "G' designation;
submittals not having a "G' designation are for information only or as

ot herwi se designated. Wen used, a designation followi ng the "G
designation identifies the office that will review the submttal for the
CGovernment. The followi ng shall be submitted in accordance with Section

01330 SUBM TTAL PRCCEDURES:
SD- 02 Shop Drawi ngs
Detail Drawi ngs; G AE
Drawi ngs showi ng el evati ons of each type of sign, dinensions,

details and nethods of nounting or anchoring, shape and thickness
of materials, and details of construction. A schedule show ng the

| ocation, each sign type, and nmessage shall be incl uded.

SD- 03 Product Data

Installation; GAE
Manuf acturer's descriptive data, catal ogs cuts, installation and
cl eani ng instructions.

SD- 04 Sanpl es
Interior Signage; G AE

One sanple of each of the follow ng sign types show ng typical
quality and workmanshi p. The sanples nmay be installed in the
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1

wor k, provided each sanple is identified and | ocation recorded.
TYPE 1- 6.

Two sanpl es of manufacturer's standard col or chips for each
material requiring col or selection.

SD-10 Operation and Mai ntenance Data

Approved Manufacturer's Instructions; G AE
Protection and C eaning; G AE

Si x copies of operating instructions outlining the step-by-step
procedures required for system operation shall be provided. The
instructions shall include sinplified diagranms for the system as
installed. Six copies of nmaintenance instructions listing routine
procedures, repairs, and guides shall be provided. The
i nstructions shall include the manufacturer's nanme, nodel nunber,
service manual, parts list, and brief description of all equipnent
and their basic operating features. Each set shall be permanently
bound and shall have a hard cover. The follow ng identification
shall be inscribed on the covers: the words "OPERATI NG AND
MAI NTENANCE | NSTRUCTI ONS", nane and | ocation of the facility, name
of the Contractor, and contract nunber.

3 GENERAL

Interior signage shall be of the design, detail, sizes, types, and nessage
content shown on the drawi ngs, shall conformto the requirenments specified,
and shall be provided at the locations indicated. Signs shall be conplete
with lettering, franming as detailed, and rel ated conponents for a conplete
installation. Recyclable materials shall conformto EPA requirements in
accordance with Section 01670 RECYCLED / RECOVERED MATERI ALS

. 3.1 Character Proportions and Hei ghts

Letters and nunbers on indicated signs in handi capped-accessi bl e buil di ngs,
whi ch do not designate pernmanent rooms or spaces, shall have a

wi dt h-to-height ratio between 3:5 and 1: 1 and a stroke-w dt h-to-hei ght
rati o between 1:5 and 1:10. Characters and nunbers on indicated signs
shal | be sized according to the view ng distance from which they are to be
read. The m ni num height is measured using an upper case letter "X

Lower case characters are pernitted. Suspended or projected overhead signs
shal | have a m ni num character height of 3 inches.

. 3.2 Rai sed and Brailled Characters and Pictorial Synbol Signs (Pictograns)

Letters and nunbers on indicated signs which designate pernmanent roons and
spaces in handi capped- accessi bl e buil dings shall be raised 1/32 inch upper
case, sans serif or sinple serif type and shall be acconpanied with G ade 2
Braille. Raised characters shall be at least 5/8 inch in height, but no
hi gher than 2 inches. Pictograns shall be acconpani ed by the equival ent
verbal description placed directly below the pictogram The border

di mension of the pictogramshall be 6 inches mninumin height. Indicated
accessible facilities shall use the international synmbol of accessibility.

.4 QUALI FI CATI ONS

Si gns, plaques, and dinensional letters shall be the standard product of a
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manuf acturer regularly engaged in the manufacture of such products and
shal | essentially duplicate signs that have been in satisfactory use at
| east 2 years prior to bid opening.

1.5 DELI VERY AND STORAGE

Materials shall be delivered to the jobsite in manufacturer's origina
packagi ng and stored in a clean, dry area in accordance with manufacturer's
i nstructions.

1.6 EXTRA STOCK

The Contractor shall provide 6 extra franes and extra stock of the
followi ng: Six blank plates of each color and size for sign types 1,2, 3,5.

PART 2  PRODUCTS
2.1 ROOM | DENTI FI CATI ON/ DI RECTI ONAL S| GNAGE SYSTEM

Signs shall be fabricated of extruded al umi numconformng to ASTM B 221
2.1.1 St andard Room Si gns

Signs shall consist of alumnumalloy with photopol ynmer | am nate contai ning
encapsul ated graphics (Sign Type 1), alum num based photopol yner tactile
and Braille characters (Sign Type 2, 3, 4). Signs shall consist of matte
finish acrylic plastic. Corners of signs shall be squared (Sign Type 1, 2,
3, 4).

2.1.1.1 Changeabl e Message Strip Signs

Changeabl e message strip signs shall consist of alum numalloy with

phot opol ynmer | ami nate contai ni ng encapsul ated graphics face with nessage
slots and associ ated end caps, as detailed, for insertion of changeable
nessage strips. Size of signs shall be as shown on the draw ngs.

I ndi vi dual nessage strips to pernmt renpoval, change, and reinsertion shal
be provided as detailed. Corner of signs shall be squared.

2.1.1.2 Banner-type Signs (Sign Type 6)

Signs shall consist of silkscreen field color, graphics and lettering
applied to cotton duck material. (ASI Mdul ux "Fabrisign Cotton Duck" is
standard of quality). Thread for fabrication shall be clear. Signs shal
be two-sided.

2.1.2 Type of Munting For Signs

Extruded al um num brackets, nounted as shown, shall be furnished for

hangi ng, projecting, and doubl e-sided signs. Munting for projecting signs
shal | be by mechanical fasteners. Surface nounted signs shall be provided
with VHB (Very Hi gh Bond) tape (Sign Type 1, 3), extruded al um num all oy
track type rail nounted to wall with manufacturer's recomended fasteners
(Sign Type 2)..

2.1.3 Graphi cs

Si gnage graphics for nmodul ar identification/directional signs shall conform
to the foll ow ng:
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2.

2.

2.

Pressure sensitive prespaced and prealigned precision computer cut
vinyl letters on rel ease paper shall be provided. Edges and corners of
finished letter forns and graphics shall be true and clean. Vinyl
sheeting for graphics shall be 5 to 7 year premumtype and shall be a
m nimum 0.003 inch filmthickness. Filmshall include a precoated
pressure sensitive adhesive backing.

.2 PRESSURE SENSI TI VE LETTERS

2.1 Typef ace
Hel veti ca medi um
2.2 Si ze

As indicated.

2.3 Col or

As i ndi cat ed.

PART 3 EXECUTI ON

3.

1 | NSTALLATI ON

Signs shall be installed in accordance with approved manufacturer's
instructions at |ocations shown on the detail drawings. Signs shall be
installed plunmb and true at nounting hei ghts indicated, and by nmethod shown
or specified. Required blocking shall be installed as detailed. Signs
whi ch desi gnate pernmanent roons and spaces in handi capped- accessi bl e
bui l dings shall be installed on the wall adjacent to the |atch side of the
door. Where there is no wall space to the latch side of the door

i ncluding at doubl e | eaf doors, signs shall be placed on the nearest

adj acent wall. Mounting location for such signhage shall be so that a
person may approach within 3 inches of signage wi thout encountering
protrudi ng objects or standing within the swing of a door. Signs on doors
or other surfaces shall not be installed until finishes on such surfaces
have been installed. Signs installed on glass surfaces shall be installed
wi th mat chi ng bl ank back-up plates in accordance with manufacturer's

i nstructions.

11 Anchor age

Anchorage shall be in accordance with approved manufacturer's instructions.
Anchor age not otherw se specified or shown shall include slotted inserts,
expansi on shields, and powder-driven fasteners when approved for concrete;
toggle bolts and through bolts for masonry; machine carriage bolts for
steel; lag bolts and screws for wood. Exposed anchor and fastener
materials shall be conpatible with netal to which applied and shall have
mat ching col or and finish. Were recomended by signage nanufacturer, foam
tape pads may be used for anchorage. Foamtape pads shall be mininum 1/16
inch thick closed cell vinyl foamwith adhesive backi ng. Adhesive shall be
transparent, |ong aging, high tech formulation on two sides of the vinyl
foam Adhesive surfaces shall be protected with a 5 ml green flatstock
treated with silicone. Foam pads shall be sized for the signage as per

si gnage manufacturer's recomendations. Signs nounted to painted gypsum
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board surfaces shall be renmpvabl e for painting maintenance. Signs nounted
to lay-in ceiling grids shall be nmounted with clip connections to ceiling

t ees.

3.1.2 Protecti on and d eani ng
The work shall be protected agai nst danage during construction. Hardware
and el ectrical equipnent shall be adjusted for proper operation. d ass,

franmes, and other sign surfaces shall be cleaned in accordance with the
manuf acturer's approved instructions.

-- End of Section --
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SECTI ON 01355
ENVI RONMENTAL PROTECTI ON
10/ 00

PART 1  GENERAL
1.1 REFERENCES

The publications listed below forma part of this specification to the

extent referenced. The publications are referred to in the text by basic

desi gnation only.

Al R FORCE | NSTRUCTI ON

AFl  32-1053 Pest Managenent Program

CODE OF FEDERAL REGULATI ONS ( CFR)

33 CFR 328 Definitions

40 CFR 68 Cheni cal Accident Prevention Provisions

40 CFR 152 - 186 Pesti ci de Prograns

40 CFR 260 Hazar dous Wast e Managenent System Ceneral

40 CFR 261 Identification and Listing of Hazardous
Wast e

40 CFR 262 St andards Applicable to Generators of
Hazar dous Waste

40 CFR 279 St andards for the Management of Used G|

40 CFR 302 Desi gnati on, Reportable Quantities, and
Notification

40 CFR 355 Emer gency Pl anni ng and Notification

49 CFR 171 - 178 Hazar dous Materials Regul ations

ENG NEERI NG MANUALS ( EM)

EM 385-1-1 (1996) U. S. Arny Corps on Engineers Safety
and Heal th Requirenments Manual
M NOT AFB
FRP Facility Response Pl an
NDRO2- 0000 M not North Dakota Pol |l utant Di scharge

El i mi nati on System (NDPDES) | ndustri al
Storm Water Di scharge Pernit
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SPCCP Spill Prevention Control and
Count er - measures Pl an ( SPCCP)

SWPPP Storm Water Pollution Prevention Plan
NORTH DAKOTA ADM NI STRATI ON CODE

33-15-17 Restriction of Fugitive Em ssions
US ARMY CORPS OF ENG NEERS TECHNI CAL REPORT

WETLAND MANUAL Cor ps of Engi neers Wetlands Delineation
Manual Techni cal Report Y-87-1

1.2 DEFI NI TI ONS
1.2.1 Envi ronnental Pollution and Damage

Envi ronnmental pollution and damage is the presence of chem cal, physical,
or biological elenents or agents which adversely affect human health or

wel fare; unfavorably alter ecol ogi cal bal ances of inportance to hunman life;
af fect other species of inportance to hunmanki nd; or degrade the environnent
aesthetically, culturally and/or historically.

1.2.2 Envi ronnental Protection

Envi ronnmental protection is the prevention/control of pollution and habitat
di sruption that may occur to the environnent during construction. The
control of environnmental pollution and damage requires consideration of

| and, water, and air; biological and cultural resources; and includes
management of visual aesthetics; noise; solid, chenical, gaseous, and
liquid waste; radi ant energy and radi oactive material as well as other

pol l utants.

1.2.3 Contractor Generated Hazardous Waste

Contractor generated hazardous waste means materials that, if abandoned or
di sposed of, may neet the definition of a hazardous waste. These waste
streans would typically consist of material brought on site by the
Contractor to execute work, but are not fully consuned during the course of
construction. Exanples include, but are not limted to, excess paint
thinners (i.e. nmethyl ethyl ketone, toluene etc.), waste thinners, excess
pai nts, excess solvents, waste solvents, and excess pesticides, and
cont am nat ed pesticide equi pment rinse water

1.2.4 Install ati on Pest Managenent Coor di nat or

Installati on Pest Managenent Coordinator (IPMC) is the individua
officially designated by the Installation Commander to oversee the
Install ati on Pest Managenent Program and the Installation Pest Managenent
Pl an.

1.2.5 Land Application for D scharge Water

The term "Land Application" for discharge water inplies that the Contractor
shal | discharge water at a rate which allows the water to percolate into
the soil. No sheeting action, soil erosion, discharge into storm sewers,
di scharge into defined drai nage areas, or discharge into the "waters of the
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United States" shall occur. Land Application shall be in conpliance with
all applicable Federal, State, and local |aws and regul ati ons.

1.2.6 Pesti ci de

Pesticide is defined as any substance or m xture of substances intended for
preventing, destroying, repelling, or mitigating any pest, or intended for
use as a plant regulator, defoliant or desiccant.

1.2.7 Pest s

The term "pests" neans art hropods, birds, rodents, nematodes, fungi,
bacteria, viruses, algae, snails, marine borers, snakes, weeds and other
organi sms (except for human or ani mal di sease-causi ng organi sns) that
adversely affect readiness, nmlitary operations, or the well-being of
personnel and animals; attack or damage real property, supplies, equipnent,
or vegetation; or are otherw se undesirabl e.

1.2.8 Surface Di scharge

The term "Surface Discharge" inplies that the water is discharged with
possi bl e sheeting action and subsequent soil erosion may occur. Waters
that are surface discharged may term nate in drainage ditches, storm
sewers, creeks, and/or "waters of the United States" and would require a
permit to discharge water fromthe governing agency.

1.2.9 Waters of the United States

Al waters which are under the jurisdiction of the Cean Water Act, as
defined in 33 CFR 328.

1.2.10 Wet | ands

Wet | ands nmeans those areas that are inundated or saturated by surface or
ground water at a frequency and duration sufficient to support, and that
under normal circunstances do support, a preval ence of vegetation typically
adapted for life in saturated soil conditions. Wetlands generally include
swanps, marshes, and bogs. Oficial determ nation of whether or not an
area is classified as a wetl and nmust be done in accordance with WETLAND
MANUAL.

1.3 GENERAL REQUI REMENTS

The Contractor shall mninize environmental pollution and damage that may
occur as the result of construction operations. The environmenta
resources within the project boundaries and those affected outside the
[imts of pernanent work shall be protected during the entire duration of
this contract. The Contractor shall conply with all applicable
environnmental Federal, State, and local |aws and regul ations. The
Contractor shall be responsible for any delays resulting fromfailure to
comply with environnental |aws and regul ations.

1.4  SUBCONTRACTORS
The Contractor shall ensure conpliance with this section by subcontractors.
1.5 PAYNMENT

No separate paynent will be nade for work covered under this section. The
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Contractor shall be responsible for payment of fees associated with
environmental pernits, application, and/or notices obtained by the
Contractor. All costs associated with this section shall be included in
the contract price. The Contractor shall be responsible for paynent of al
fines/fees for violation or non-conpliance with Federal, State, Regiona
and |l ocal |aws and regul ations.

1.6 SUBM TTALS

Government approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnittal for the Governnent. The follow ng shall be
submtted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 01 Preconstruction Submttals
Envi ronmental Protection Plan; G AO
The environnental protection plan.
1.7 ENVI RONVENTAL PROTECTI ON PLAN

Prior to comrencing construction activities or delivery of materials to the
site, the Contractor shall submt an Environmental Protection Plan for
revi ew and approval by the Contracting Oficer and shall furnish a copy
(through the Contracting Officer) to Mnot AFB Environnental Flight. The
pur pose of the Environnental Protection Plan is to present a conprehensive
overvi ew of known or potential environnental issues which the Contractor
nust address during construction. |ssues of concern shall be defined
within the Environmental Protection Plan as outlined in this section. The
Contractor shall address each topic at a | evel of detail conmensurate with
the environnental issue and required construction task(s). Topics or

i ssues which are not identified in this section, but which the Contractor
consi ders necessary, shall be identified and discussed after those itens
formally identified in this section. Prior to submttal of the

Envi ronmental Protection Plan, the Contractor shall neet with the
Contracting Oficer for the purpose of discussing the inplenentation of the
initial Environnental Protection Plan; possible subsequent additions and
revisions to the plan including any reporting requirenents; and methods for
adm nistration of the Contractor's Environnental Plans. The Contractor
shall maintain a current version of the Environmental Protection Plan on
site for review by interested parties.

1.7.1 Conpl i ance

No requirenent in this Section shall be construed as relieving the
Contractor of any applicable Federal, State, and | ocal environnental
protection laws and regulations. During Construction, the Contractor shal
be responsible for identifying, submtting for approval, and inplenenting
any additional requirenents to be included in the Environnmental Protection
Pl an.

1.7.2 Content s

The environnental protection plan shall include, but shall not be limted
to, the follow ng:

a. Nane(s) of person(s) within the Contractor's organizati on who
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i s(are) responsible for ensuring adherence to the Environnenta
Protection Pl an.

b. Nane(s) and qualifications of person(s) responsible for manifesting
hazardous waste to be renoved fromthe site, if applicable.

c. Nane(s) and qualifications of person(s) responsible for training
the Contractor's environnental protection personnel

d. Description of the Contractor's environnental protection personne
trai ni ng program

e. An erosion and sedi nent control plan which identifies the type and
| ocation of the erosion and sedinment controls to be provided. The plan
shal | include nonitoring and reporting requirements to assure that the
control neasures are in conpliance with the erosion and sedi nent

control plan, Federal, State, and local |laws and regulations. A Storm
Water Pollution Prevention Plan (SWPPP) may be substituted for this

pl an.

f. Drawi ngs show ng | ocations of proposed tenporary excavations or
enbankments for haul roads, streamcrossings, naterial storage areas,
structures, sanitary facilities, and stockpiles of excess or spoi
materials including nethods to control runoff and to contain materials
on the site.

g. Traffic control plans including neasures to reduce erosion of
tenporary roadbeds by construction traffic, especially during wet
weat her. Plan shall include neasures to mnimze the amunt of nud
transported onto paved public roads by vehicles or runoff.

h. Wrk area plan showi ng the proposed activity in each portion of the
area and identifying the areas of linmted use or nonuse. Plan should
i ncl ude neasures for marking the limts of use areas including nethods
for protection of features to be preserved w thin authorized work areas.

i. Drawing showing the [ocation of borrow areas.

j. The Spill Control plan shall include the procedures, instructions,
and reports to be used in the event of an unforeseen spill of a

subst ance regul ated by 40 CFR 68, 40 CFR 302, 40 CFR 355, and/or

regul ated under State or Local |aws and regul ations. The Spill Contro
Pl an suppl ements the requirenents of EM 385-1-1 and M not AFB's FRP
Facility Response Plan and SPCCP Spill Prevention and Counter-neasures
Plan that may be reviewed at M not AFB Environnental Flight. This plan
shal | include as a m ni mum

1. The nane of the individual who will report any spills or

hazar dous substance rel eases and who will follow up with conplete
docunentation. This individual shall imrediately notify the
Contracting OFficer and Facility Fire Departnment Facility Response
Personnel Facility Environnental Office in addition to the legally
required Federal, State, and | ocal reporting channels (including
the National Response Center 1-800-424-8802) if a reportable
quantity is released to the environnent. The plan shall contain a
list of the required reporting channels and tel ephone numnbers.

2. The name and qualifications of the individual who will be
responsi ble for inplenmenting and supervising the contai nment and
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cl eanup.

3. Training requirenents for Contractor's personnel and nethods
of acconplishing the training.

4. Alist of materials and equipnent to be inmedi ately avail abl e
at the job site, tailored to cleanup work of the potenti al
hazard(s) identified.

5. The names and | ocations of suppliers of containnent materials
and | ocations of additional fuel oil recovery, cleanup
restoration, and material - pl acenent equi pnent available in case of
an unforeseen spill emnergency.

6. The methods and procedures to be used for expeditious
cont am nant cl eanup.

k. A non-hazardous solid waste disposal plan identifying nmethods and
| ocations for solid waste disposal including clearing debris. The plan
shal I include schedul es for disposal. The Contractor shall identify
any subcontractors responsible for the transportati on and di sposal of
solid waste. Licenses or permts shall be submtted for solid waste
di sposal sites that are not a comercial operating facility. Evidence
of the disposal facility's acceptance of the solid waste shall be
attached to this plan during the construction. The Contractor shal
attach a copy of each of the Non-hazardous Solid Waste Di version
Reports to the disposal plan. The report shall be submtted on the
first working day after the first quarter that non-hazardous solid
wast e has been di sposed and/or diverted and shall be for the previous
quarter (e.g. the first working day of January, April, July, and
Cctober). The report shall indicate the total anpunt of waste
generated and total amount of waste diverted in cubic yards or tons
along with the percent that was diverted.

I. Arecycling and solid waste mnimzation plan with a |ist of
neasures to reduce consunption of energy and natural resources. The
pl an shall detail the Contractor's actions to conply with and to
participate in Federal, State, Regional, and |ocal governnent sponsored
recycling progranms to reduce the volume of solid waste at the source.

m An air pollution control plan detailing provisions to assure that
dust, debris, materials, trash, etc., do not becone air borne and

travel off the project site. The plan shall include methods for
m ni m zing em ssions fromvol atil e substances used throughout the
proj ect.

n. A contami nant prevention plan that: identifies potentially

hazar dous substances to be used on the job site; identifies the

i ntended actions to prevent introduction of such naterials into the
air, water, or ground; and details provisions for conpliance with
Federal, State, and local laws and regul ations for storage and handl i ng
of these materials. |n accordance with EM 385-1-1, a copy of the
Material Safety Data Sheets (MSDS) and the maxi num quantity of each
hazardous naterial to be on site at any given time shall be included in
the contami nant prevention plan. As new hazardous materials are
brought on site or rembved fromthe site, the plan shall be updated.

0. A waste water managenent plan that identifies the nethods and
procedures for nanagenent and/or discharge of waste waters which are

SECTI ON 01355A Page 8
Am 0003 8/9/04



ADAL Fitness Center, Mnot AFB, ND M 54

directly derived fromconstruction activities, such as concrete curing
wat er, clean-up water, dewatering of ground water, disinfection water,

hydrostatic test water, and water used in flushing of lines. |If a
settling/retention pond is required, the plan shall include the design
of the pond including drawi ngs, renoval plan, and testing requirenents
for possible pollutants. |If land application will be the nethod of

di sposal for the waste water, the plan shall include a sketch show ng
the I ocation for land application along with a description of the
pretreatnment nethods to be inplemented. |[|f surface discharge will be

t he net hod of disposal, a copy of the permt and associ ated docunents
shal | be included as an attachnent prior to discharging the waste
water. |If disposal is to a sanitary sewer, the plan shall include
docunent ation that the Waste Water Treatnment Plant Operator has
approved the flow rate, volune, and type of discharge.

p. A historical, archaeological, cultural, biological, and wetl and
resources plan that defines procedures for identifying and protecting
the resources known to be on the project site and/or any resources

di scovered during construction. The plan shall identify |ines of
conmuni cati on between Contractor personnel and the Contracting O ficer.

g. A pesticide treatnent plan shall be included and updated, as

i nfornati on becones avail able. The plan shall include: sequence of
treatment, dates, tinmes, |ocations, pesticide trade nanme, EPA

regi strati on nunbers, authorized uses, chenical conposition

formul ation, original and applied concentration, application rates of
active ingredient (i.e. pounds of active ingredient applied), equipnent
used for application and calibration of equipnent. The Contractor is
responsi ble for Federal, State, Regional and Local pest managenent
record keeping and reporting requirenents as well as any additiona
Installation specific requirenents. The Contractor shall follow AF
32-1053 Sections 3.4.13 and 3.4.14 for data required to be reported to
the Installation.

1.7.3 Appendi x

Copies of all Contractor's environnental permts, pernit application
packages, approvals to construct, notifications, certifications, reports,
and term nation docunents shall be attached, as an appendi x, to the

Envi ronmental Protection Plan.

1.8 PROTECTI ON FEATURES

Thi s paragraph suppl ements the Contract C ause PROTECTI ON OF EXI STI NG
VEGETATI ON, STRUCTURES, EQUI PMENT, UTILITIES, AND | MPROVEMENTS. Prior to
start of any on site construction activities, the Contractor and the
Contracting O ficer shall nmake a joint condition survey. |nmrediately
followi ng the survey, the Contractor shall prepare a brief report including
a plan describing the features requiring protection under the provisions of
the Contract C auses, which are not specifically identified on the draw ngs
as environnental features requiring protection along with the condition of
trees, shrubs and grassed areas i medi ately adjacent to the site of work
and adjacent to the Contractor's assigned storage area and access route(s),
as applicable. This survey report shall be signed by both the the
Contractor and the Contracting Oficer upon nutual agreement as to its
accuracy and conpl eteness. The Contractor shall protect those
environmental features included in the survey report and any indicated on
the draw ngs, regardless of interference which their preservation nay cause
to the Contractor's work under the contract.
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1.8.1 Appl i cations, Supporting Docunents, and Fees

The Contractor shall obtain and conplete all environnental permt
applications and notices including any docunents required for a

nodi fication for an existing pernmt held by the Facility. The Contractor
is responsible for preparing all supporting docunents, including but not
[imted to engi neering reports, em ssion surveys, diagrans, pollutant |oad
calculations, etc. If, in lieu of permts, the governing agency requires
revi ew and approval of the design, the Contractor shall submit and obtain
approval of the design and associ ated docunments. The Contractor shall be
responsi ble for all fees associated with the pernmits, applications,

revi ews, approvals, and notices.

1.8.2 Environnental Permits, Notices, Reviews, and/or Approvals

The following is a listing of permts, notices, reviews, and/or approvals
which may be required for this project. This listing and requirenents are
not to be considered all-inclusive by the Contractor, but is provided as
information that may be used in successfully acconplishing the

envi ronmental conpliances. See Internet site
http://http://ww. heal th. state. nd. us/ndhd/ for North Dakota's Environnenta
| ssues.

a. The State of North Dakota has authority for the National Poll utant
Di scharge Elim nation System (NPDES) program M not Air Force
Base (MAFB) has been issued a North Dakota Departnent of
Envi ronmental and Natural Resources Authorization to D scharge
Under the Surface Water Discharge System The Storm Water
Pollution Prevention Plan (SWPPP) is a requirenment of this permt.

The SWPPP rmay be reviewed at the Environnental Flight Ofice.

The Contractor shall be responsible for coordination with the

Envi ronmental Flight for possible nodifications to this permt for
surface drai nage di scharges.

b. If construction activities results in disturbance of 1 acre of
land or nore (sites that may be smaller than 1 acre but are part
of common pl an of devel opnent are considered to be over 1 acre),
coverage under the Authorization to D scharge Under the North
Dakota Pollutant Di scharge Elimination System (NDPDES) Permt No.
NDR0O3- 0000 for storm water discharge fromconstruction site is
requi red. The Contractor shall be responsible for inplenenting
the terms and requirenents of the permit and shall be considered
the "permttee". The Contractor shall prepare and inplenent a
Storm Water Pollution Prevention Plan, inspections, and reporting
in accordance with the NDR03-0000 Pernit. The SWPPP and a copy of
an unsigned Notice of Intent (NO) shall be subnmitted with the
100% design subnittals for review and comments by the Contracting
Oficer or at a mininum45 days prior to construction conmmrenci ng.
The Contractor shall be responsible for all submittals to the
State of North Dakota 30 days prior to construction activity
begi nning in accordance with Pernmit No. NDRO3-0000. The
Contractor shall be responsible for assuring that their SWPPP is
in accordance with Mnot AFB's SWPPP (identified in the above
paragraph). The Contractor shall retain copies of the stormwater
pol lution prevention plan and all reports in accordance with the
permt. Al subnmissions to the State shall be by certified mail
The Contractor shall include copies of all subnmittals to the State
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of North Dakota (NO/NOT), a return certified nail receipt, plans,

and reports in the Appendix to the Environnmental Protection Plan

The State of North Dakota web site for the NPDES Programis

htt p: //ww. heal t h. st ate. nd. us/wg/ St or nf Constructi on/ Constructi onHone. ht m

c. Drinking water, new water nains including fire hydrants, |awn
sprinkl er systens, back-flow preventers, lift stations, stormater
and sanitary sewer approval of plans and specifications is
required by the State of North Dakota prior to construction
conmenci ng. These plans and specifications shall be sent to the
Nort h Dakota Department of Health, Division of Minicipa
Facilities, ATTN. Gary Stefanovsky, 1200 M ssion Avenue,

Bi smarck, North Dakota 58506-5520; for review and approval. The
pl ans and specifications shall be submitted with a cover letter
requesting a review and approval. The plans and specifications are
required to have a stanp and signature of a registered engi neer
fromthe State of North Dakota. A copy of the request shall be
forwarded to the Mnot Environnmental Flight Office and the COR
The State of North Dakota may take up to 30 days for approval

1.9 ENVI RONVENTAL ASSESSMENT OF CONTRACT DEVI ATl ONS

Any devi ations, requested by the Contractor, fromthe draw ngs, pl ans and
speci fications which may have an environnental inpact will be subject to
approval by the Contracting O ficer and may require an extended review,
processing, and approval time. The Contracting O ficer reserves the right
to di sapprove alternate nethods, even if they are nore cost effective, if
the Contracting Oficer determ nes that the proposed alternate nethod will
have an adverse environnental inpact.

1.10 NOTI FI CATI ON

The Contracting Officer will notify the Contractor in witing of any
observed nonconpliance with Federal, State or |ocal environnental |aws or
regul ations, permts, and other elenents of the Contractor's Environnenta
Protection plan. The Contractor shall, after receipt of such notice,
informthe Contracting Oficer of the proposed corrective action and take
such action when approved by the Contracting Officer. The Contracting
Oficer may issue an order stopping all or part of the work unti
satisfactory corrective action has been taken. No tine extensions shall be
granted or equitable adjustnents allowed to the Contractor for any such
suspensions. This is in addition to any other actions the Contracting
Oficer may take under the contract, or in accordance with the Federa
Acqui sition Regul ation or Federal Law.

PART 2 PRODUCTS ( NOT USED)
PART 3 EXECUTI ON
3.1 LAND RESOURCES

The Contractor shall confine all activities to areas defined by the

drawi ngs and specifications. Prior to the beginning of any construction,
the Contractor shall identify any |land resources to be preserved within the
work area. Except in areas indicated on the drawings or specified to be
cleared, the Contractor shall not remove, cut, deface, injure, or destroy

| and resources including trees, shrubs, vines, grasses, topsoil, and |and
forns wi thout approval. No ropes, cables, or guys shall be fastened to or
attached to any trees for anchorage unless specifically authorized. The
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Contractor shall provide effective protection for |land and vegetation
resources at all times as defined in the foll ow ng subparagraphs. Stone,
soil, or other materials displaced into uncleared areas shall be removed by
the Contractor

3.1.1 Wrk Area Linmts

Prior to comrencing construction activities, the Contractor shall mark the
areas that need not be disturbed under this contract. |solated areas
within the general work area which are not to be disturbed shall be marked
or fenced. Mnunents and nmarkers shall be protected before construction
operations commence. Were construction operations are to be conducted
during darkness, any markers shall be visible in the dark. The
Contractor's personnel shall be know edgeabl e of the purpose for nmarking
and/ or protecting particul ar objects.

3.1.2 Landscape

Trees, shrubs, vines, grasses, land forns and other |andscape features

i ndi cated and defined on the drawi ngs to be preserved shall be clearly
identified by marking, fencing, or wapping with boards, or any other
approved techniques. The Contractor shall restore | andscape features
damaged or destroyed during construction operations outside the linmts of
the approved work area.

3.1.3 Er osi on and Sedi nent Control s

The Contractor shall be responsible for providing erosion and sedi nent
control measures in accordance with Federal, State, and |ocal |aws and
regul ations. The erosion and sedi nent controls sel ected and nmi ntai ned by
the Contractor shall be such that water quality standards are not viol ated
as a result of the Contractor's construction activities. The area of bare
soi|l exposed at any one time by construction operations should be kept to a
m nimum The Contractor shall construct or install tenporary and permanent
erosi on and sedi nent control best managenent practices (BMPs) as indicated
on the drawi ngs and/or as specified in Section 01356 STORM WATER POLLUTI ON
PREVENTI ON MEASURES. BMPs nmy include, but not be limted to, vegetation
cover, stream bank stabilization, slope stabilization, silt fences,
construction of terraces, interceptor channels, sediment traps, inlet and
outfall protection, diversion channels, and sedi nentation basins. The
Contractor's best managenent practices shall be in accordance with

NDRCO2- 0000 M not AFB North Dakota Pol | utant Di scharge Elimnation System
(NPDES) Industrial StormWter Pernit including Mnot AFB's Storm Water
Pol I uti on Prevention Plan (SWPPP) that nay be reviewed at the Mnot AFB's
Environmental O fice. Any tenporary neasures shall be renoved after the
area has been stabilized.

3.1. 4 Contractor Facilities and Wrk Areas

The Contractor's field offices, staging areas, stockpile storage, and
tenmporary buil dings shall be placed in areas designhated on the draw ngs or
as directed by the Contracting O ficer. Tenporary novenent or rel ocation
of Contractor facilities shall be nmade only when approved. Erosion and
sedi nent controls shall be provided for on-site borrow and spoil areas to
prevent sedinent fromentering nearby waters. Tenporary excavati on and
enbanknents for plant and/or work areas shall be controlled to protect

adj acent areas.
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3.2 WATER RESOURCES

The Contractor shall nonitor construction activities to prevent pollution
of surface and ground waters. Toxic or hazardous chem cals shall not be
applied to soil or vegetation unless otherwise indicated. Al water areas
af fected by construction activities shall be nonitored by the Contractor.
For construction activities imedi ately adjacent to inpaired surface
waters, the Contractor shall be capable of quantifying sedinment or
pollutant | oading to that surface water when required by State or Federally
i ssued Clean Water Act permts.

3.2.1 Wet | ands

The Contractor shall not enter, disturb, destroy, or allow discharge of
contam nants into any wetl ands.

3.3 Al R RESOURCES

Equi pment operation, activities, or processes perforned by the Contractor
shall be in accordance with all Federal and State air em ssion and
performance | aws and standards.

3.3.1 Parti cul at es

Dust particles; aerosols and gaseous by-products from construction
activities; and processing and preparation of materials, such as from
asphaltic batch plants; shall be controlled at all times, including
weekends, holidays and hours when work is not in progress. The Contractor
shal |l conmply with North Dakota Adm nistration Code 33-15-17 Restriction of
Fugi tive Em ssions. The Contractor shall maintain excavations, stockpil es,
haul roads, permanent and tenporary access roads, plant sites, spoil areas,
borrow areas, and other work areas within or outside the project boundaries
free fromparticul ates which woul d cause the Federal, State, and local air
pol lution standards to be exceeded or which would cause a hazard or a

nui sance. Sprinkling, chenical treatnment of an approved type, baghouse,
scrubbers, electrostatic precipitators or other nethods will be pernitted
to control particulates in the work area. Sprinkling, to be efficient,

must be repeated to keep the disturbed area danp at all times. The
Contractor must have sufficient, conpetent equiprment available to
acconplish these tasks. Particulate control shall be performed as the work
proceeds and prior to particulate matter becom ng a nui sance or hazard.

The Contractor shall conply with all State and local visibility regul ations.

3.3.2 Qdor s
Odors from construction activities shall be controlled at all times. The
odors shall not cause a health hazard and shall be in conpliance with State
regul ati ons and/or | ocal ordi nances.

3.3.3 Sound | ntrusions
The Contractor shall keep construction activities under surveillance and
control to mnimze environnent damage by noise. The Contractor shal
conply with the provisions of the State of North Dakota's rules.

3.3.4 Bur ni ng

Burning shall be prohibited on the Governnent prem ses.
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3.4 MANAGEMENT AND DI SPCSAL OF WASTE AND CHEM CAL MATERI ALS

Management and di sposal of wastes and chemical materials shall be as
directed bel ow, unless otherw se specified in other sections and/or shown
on the draw ngs.

3.4.1 Sol i d Wastes

Solid wastes (excluding clearing debris) shall be placed in containers
which are enptied on a regular schedule. Handling, storage, and disposa
shal | be conducted to prevent contam nation. Segregation nmeasures shall be
enpl oyed so that no hazardous or toxic waste will become co-nmingled with
solid waste. The Contractor shall transport solid waste of f Governnent
property and di spose of it in conpliance with Federal, State, and |oca
requirenents for solid waste disposal. A Subtitle D RCRA permitted | andfil
shal |l be the mninum acceptable off-site solid waste disposal option. The
Contractor shall verify that the selected transporters and di sposa
facilities have the necessary pernits and |icenses to operate.

3.4.2 Cheni cal s and Chem cal Wastes

Chemi cal s shall be dispensed ensuring no spillage to the ground or water.
The Contractor shall be handled in a way that mnimzes enissions from
evaporation at all times. Periodic inspections of dispensing areas to
identify | eakage and initiate corrective action shall be perforned and
docunented. This docunentation will be periodically reviewed by the
CGovernment. Chemical waste shall be collected in corrosion resistant,
conpati ble containers. Collection druns shall be nonitored and renoved to
a staging or storage area when contents are within 6 inches of the top.
Wast es shall be classified, managed, stored, and di sposed of in accordance
with Federal, State, and local |aws and regul ati ons.

3.4.3 Contractor Cenerated Hazardous \Wast es/ Excess Hazardous Materials

Hazar dous wastes are defined in 40 CFR 261, or are as defined by
applicable State and |l ocal regulations. Hazardous materials are defined in
49 CFR 171 - 178. The Contractor shall, at a mninmm manage and store
hazardous waste in conpliance with 40 CFR 262. and shall manage and store
hazardous waste in accordance with the hazardous waste nanagement plan.

The Contractor shall take sufficient neasures to prevent spillage of
hazardous and toxic materials during dispensing. The Contractor shal
segregate hazardous waste fromother materials and wastes, shall protect it
fromthe weather by placing it in a safe covered location, and shall take
precautionary measures such as berm ng or other appropriate measures

agai nst accidental spillage. The Contractor shall be responsible for
storage, describing, packaging, |abeling, marking, and placardi ng of

hazar dous waste and hazardous material in accordance with 49 CFR 171 - 178,
State, and local |aws and regul ations. The Contractor shall contact M not
AFB' s HAZMART office to arrange for acceptance of any Contractor generated
hazar dous wast e. No hazardous waste will be taken off the facility by the
Contractor. Unused or partially used containers of hazardous nmateria
(i.e., paint, adhesive) are not hazardous waste and will be taken off the
facility for reuse by the Contractor. Spills of hazardous or toxic
materials shall be imediately reported to the Contracting O ficer.

Cl eanup and cl eanup costs due to spills shall be the Contractor's
responsibility. The di sposition of Contractor generated hazardous waste
and excess hazardous materials are the Contractor's responsibility.
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3.4.4 Fuel and Lubricants

Storage, fueling and | ubrication of equi pnent and nmotor vehicles shall be
conducted in a manner that affords the maxi num protection against spill and
evaporation. Fuel, lubricants and oil shall be nanaged and stored in
accordance with all Federal, State, Regional, and local |aws and

regul ations. Used lubricants and used oil to be discarded shall be stored
in marked corrosion-resistant containers and recycled or disposed in
accordance with 40 CFR 279, State, and local |laws and regulations. There
shall be no storage of fuel on the project site. Fuel nmust be brought to
the project site each day that work is perforned.

3.4.5 Wast e Wt er
D sposal of waste water shall be as specified bel ow.

a. Waste water fromconstruction activities, such as on site nateria
processing, concrete curing, foundation and concrete cl ean-up
water used in concrete trucks, forms, etc. shall not be allowed to
enter water ways or to be discharged prior to being treated to
renove pol lutants. The Contractor shall dispose of the
construction rel ated waste water off-CGovernnent property in
accordance with all Federal, State, Regional and Local |aws and
regul ati ons.

b. For discharge of ground water, the Contractor shall obtain
coverage under the State of North Dakota's General Permt specific
for punping and dewatering activities prior to surface or "waters
of the State" discharging. The Contractor shall be responsible
for assuring that all discharge of water shall be in accordance
with all Federal, State, Regional and local |aws and regul ations.

c. For water generated fromthe disinfection and hydrostatic testing
of the donestic water and sewer lines including firewater |ines,
the Contractor shall discharge the waste water into the sanitary
sewer with prior approval and/or notification to the Waste Water
Treatnment Pl ant's Operator.

d. For water generated from hydrostatic testing the new above and
under ground storage tanks, the Contractor shall obtain coverage
under the State of North Dakota Hydrostatic Testing General pernit
and shall discharge the water in accordance with all Federal
State, and local |aws and regul ati ons.

3.5 RECYCLI NG AND WASTE M NI M ZATI ON

The Contractor shall participate in State and | ocal governnent sponsored
recycling prograns. The Contractor is further encouraged to nminimze solid
wast e generation throughout the duration of the project.

3.6 NON- HAZARDOUS SOLI D WASTE DI VERSI ON REPORT

The Contractor shall maintain an inventory of non-hazardous solid waste

di version and di sposal of construction and denolition debris. The
Contractor shall submit a report to Mnot AFB s Environmental Flight
through the Contracting O ficer on the first working day after each fisca
year quarter, starting the first quarter that non-hazardous solid waste has
been generated. The follow ng shall be included in the report:
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a. Construction and Denmolition (C&) Debris Disposed = in
cubic yards or tons, as appropriate.

b. Construction and Denolition (C&) Debris Recycled = in
cubic yards or tons, as appropriate.

c. Total C&D Debris CGenerated = in cubic yards or tons,

as appropriate.

d. Waste Sent to Waste-To-Energy Incineration Plant (This anmount
should not be included in the recycled ampunt) = in
cubi c yards or tons, as appropriate.

3.7 H STORI CAL, ARCHAEOLOG CAL, AND CULTURAL RESOURCES

I f during excavation or other construction activities any previously
unidentified or unanticipated historical, archaeological, and cultura
resources are discovered or found, all activities that nmay damage or alter
such resources shall be tenporarily suspended. Resources covered by this
par agr aph include but are not limted to: any human skel etal remains or
burials; artifacts; shell, mdden, bone, charcoal, or other deposits; rock
or coral alignnents, pavings, wall, or other constructed features; and any
indication of agricultural or other historical hunman activities. Upon such
di scovery or find, the Contractor shall imediately notify the Contracting
Oficer so that the appropriate authorities may be notified and a

determ nati on nade as to their significance and what, if any, special

di sposition of the finds should be nade. The Contractor shall cease all
activities that may result in inpact to or the destruction of these
resources. The Contractor shall secure the area and prevent Contractor
personnel or other persons fromtrespassing on, renoving, or otherw se

di sturbi ng such resources.

3.8 Bl OLOG CAL RESOURCES

The Contractor shall mninize interference with, disturbance to, and damage
to fish, wildlife, and plants including their habitat. The Contractor

shal | be responsible for the protection of threatened and endangered ani ma
and pl ant species including their habitat in accordance with Federal,

State, Regional, and local |aws and regul ati ons.

3.9 | NTEGRATED PEST MANAGEMENT

In order to minimze inpacts to existing fauna and flora, the Contractor,
through the Contracting O ficer, shall coordinate with the Installation
Pest Managenment Coordinator (IPMC) at the earliest possible tine prior to
pesticide application. The Contractor shall discuss integrated pest
managenent strategies with the | PMC and receive concurrence fromthe | PMC
through the COR prior to the application of any pesticide associated with
these specifications. Installation Pest Managenment personnel shall be
given the opportunity to be present at all neetings concerning treatnment
neasures for pest or disease control and during application of the
pesticide. The use and nmanagenent of pesticides are regul ated under 40 CFR
152 - 186.

3.9.1 Pesticide Delivery and Storage
Pesticides shall be delivered to the site in the original, unopened

containers bearing |legible | abels indicating the EPA registrati on nunber
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and the manufacturer's regi stered uses. Pesticides shall be stored
according to manufacturer's instructions and under |ock and key when
unat t ended.

3.9.2 Qualifications

For the application of pesticides, the Contractor shall use the services of
a subcontractor whose principal business is pest control. The
subcontractor shall be licensed and certified in the state where the work
is to be perforned.

3.9.3 Pestici de Handl i ng Requirenents

The Contractor shall formulate, treat with, and di spose of pesticides and
associ ated containers in accordance with | abel directions and shall use the
clothing and personal protective equi pnent specified on the |abeling for
use during all phases of the application. WMaterial Safety Data Sheets
(MBDS)shal | be available for all pesticide products.

3.9.4 Application

Pesticides shall be applied by a State Certified Pesticide Applicator in
accordance with EPA | abel restrictions and recommendation. The Certified
Applicator shall wear clothing and personal protective equi pnent as
specified on the pesticide |abel. Water used for fornulating shall only
come from |l ocations designated by the Contracting Officer. The Contractor
shall not allow the equi prent to overflow Prior to application of
pesticide, all equipnent shall be inspected for |eaks, clogging, wear, or
damage and shall be repaired prior to being used.

3.10 PREVI QUSLY USED EQUI PMENT

The Contractor shall clean all previously used construction equi pment prior
to bringing it onto the project site. The Contractor shall ensure that the
equipnent is free fromsoil residuals, egg deposits from plant pests,

noxi ous weeds, and plant seeds. The Contractor shall consult with the USDA
jurisdictional office for additional cleaning requirenents.

3.11 MAI NTENANCE OF POLLUTI ON FACI LI TI ES
The Contractor shall maintain permanent and tenporary pollution contro
facilities and devices for the duration of the contract or for that length
of time construction activities create the particular pollutant.

3.12 M LI TARY MUNI TI ONS
In the event the Contractor discovers or uncovers mlitary nmunitions as
defined in 40 CFR 260, the Contractor shall imrediately stop work in that
area and imedi ately informthe Contracting Oficer

3.13 TRAI NI NG OF CONTRACTOR PERSONNEL

The Contractor's personnel shall be trained in all phases of environnenta

protection and pollution control. The Contractor shall conduct
envi ronmental protection/pollution control meetings for all Contractor
personnel prior to comenci ng construction activities. The Contract or

shal | document all attendees in attendance at this and any subsequent
neetings. Additional neetings shall be conducted for new personnel and when
site conditions change. The training and neeting agenda shall incl ude:
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met hods of detecting and avoiding pollution; famliarization with statutory
and contractual pollution standards; installation and care of devices,
vegetative covers, and instrunents required for nonitoring purposes to
ensure adequate and conti nuous environnental protection/pollution control;
antici pated hazardous or toxic chemcals or wastes, and other regul ated
contam nants; recognition and protection of archaeol ogical sites,
artifacts, wetlands, and endangered species and their habitat that are
known to be in the area.

3.14 CONTAM NATED MEDI A MANAGEMVENT

Cont am nat ed environnental nedia consisting of, but not limted to, ground
water, soils, and sedinments shall be nanaged in accordance with Section
02316a EXCAVATI ON, TRENCHI NG AND BACKFI LLI NG FOR UTI LI TI ES SYSTEMS.

3.15 PCST CONSTRUCTI ON CLEANUP

The Contractor shall clean up all areas used for construction in accordance
with Contract Cl ause: "Cleaning Up". The Contractor shall, unless
otherwi se instructed in witing by the Contracting Officer, obliterate al
signs of tenporary construction facilities such as haul roads, work area,
structures, foundations of tenporary structures, stockpiles of excess or
waste materials, and other vestiges of construction prior to fina
acceptance of the work. The disturbed area shall be graded, filled and the
entire area seeded unl ess otherw se indicated.

-- End of Section --
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SECTI ON 01566

(NORTH DAKOTA) NPDES PERM T REQUI REMENTS
FOR STORM WATER
DI SCHARGES FROM CONSTRUCTI ON SI TES
03/03

Attachments: Copy of the "Authorization To D scharge Under the North

Dakot a Pol lutant Discharge Elinination Systent
Permt No. NDR03-0000

Noti ce of |ntent

Noti ce of Term nation

Construction Storm Water Pollution Prevention Pl an
Gui dance For s

Site I nspection Record

Annual Location Record

PART 1  GENERAL

1.1 REFERENCES (Not Applicabl e)

1.2 SUBM TTALS
CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office

that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD-01 Preconstruction Subnmittals

Storm Water Pollution Prevention Plan; G AQ

PART 2 PRODUCTS (Not Appl i cabl e)

PART 3 EXECUTI ON

3.1 GENERAL
The Contractor shall be responsible for inplenmenting the ternms and
requirenents of the attached "Authorization To D scharge Under The North
Dakota Pol | utant Di scharge Elimnation Systeni’ NDPDES Ceneral Permt for
storm wat er di scharges fromconstruction sites and the Storm Water
Pol I uti on Prevention Plan. The Contractor shall be considered the
"permttee". Al submissions to the State shall be by certified mail.

Copies of the return receipt for each subnission shall be included with the
submittal to the Contracting Officer's Representative (COR).

3.2 | MPLEMENTATI ON

3.2.1 Noti ce of |ntent

The Contractor shall conplete and submt a Notice of Intent (NO) in
accordance with the NDPDES general pernit. A copy of the submitted Notice

SECTI ON 01566 Page 2
Am 0003 8/9/04



ADAL Fitness Center, Mnot AFB, ND M 54

of Intent shall be furnished to the COR at | east 2 days prior to the
comrencenent of construction activities.

3.2.2 St orm Water Pol lution Prevention Pl an

The Contractor shall prepare, submt and inplenment a Storm VWater Poll ution
Prevention Plan (SWPPP) in accordance with the NDPDES general permit. Any
tenmporary or pernanent erosion and sedi mentation control measures shown on
the draw ngs shall be incorporated into the Contractor's SWPP. A copy of
the SWPPP shall be submtted for approval at |east 10 cal endar days prior
to submi ssion of the SWPPP to the State. A copy of the approved SWPPP
shall be furnished to the Base Environnental O fice. The Contractor shal
nodi fy the SWPPP whenever there is a change in design, construction,
operation, or maintenance, which has a significant effect on the potentia
for the discharge of pollutants to the water of the state, or if the SWPPP
proves to be ineffective in achieving the general objectives of controlling
pollutants in stormvater di scharges associated with construction activity.

3.2.3 I nspections and Reporting
The Contractor shall be responsible for all inspections and reporting
requi red under the NDPDES general permt. Copies of each Site Inspection
Report Form shall be furnished to the COR and the Base Environnental Ofice.

3.2.4 Ret enti on of Records

The Contractor shall retain copies of the SWPPP and all reports in
accordance with NDPDES general permt.

3.2.5 Noti ce of Term nation

If required by the NDPDES general permt, the Contractor shall conplete and
submit a Notice of Term nation. A copy of the submitted Notice of
Term nation shall be furnished to the COR and the Base Environnental Ofice.

3.2.6 Annual Location Record

I f applicable, the Contractor shall submit a copy of the Annual Location
Record in accordance with the NPDES general permt.

3.2.7 Renoti fication

If the current NDPDES general permit expires prior to conpletion of
construction, the Contractor shall request to retain coverage under a
renewal of the permt in witing to the State at |east 15 days prior to the
expiration date of the permt. Upon request by the State, a new NO shal
be submitted. A copy of all submissions to the State shall be furnished to
the COR

-- End of Section --
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SECTI ON 08130

STAI NLESS STEEL DOORS AND FRAMES

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by the
basi ¢ designation only.

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI)

ANSI A250. 6 (1997) Hardware on Standard Steel Doors
(Rei nforcenent - Application)

SDI A250. 8 (1998) SDI-100 Recommended Specifications
for Standard Steel Doors and Franes

ASTM | NTERNATI ONAL ( ASTM

ASTM A 167 (1999) Stainless and Heat-Resisting
Chromi um Ni ckel Steel Plate, Sheet, and
Strip

BU LDERS HARDWARE MANUFACTURERS ASSCCI ATI ON ( BHVA)

BHVA Al115 (Set - Spec dates Vary) Steel Preparation
Standards (Incl A115.1 (1990), A115.2
(1987), Al15.4 (1994), Al1l5.5 (1992),
A115.6 (1993), A115.12 (1994), Al15.13
(1991), Al115.14 (1994), Al115.15 (1994),
A115.16 (1990), A115.17 (1994), A115.18
(1994)

STEEL DOOR | NSTI TUTE ( SDI)

SDI 105 (2001) Recommended Erection Instructions
for Steel Franes

.2 SUBM TTALS

Subnmit the following in accordance with Section 01330, "Subnittal
Procedures.”

SD- 02 Shop Drawi ngs
Doors; G AE
Franmes; G AE

Accessories; G AE
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1.

Show el evations, construction details, mnmetal gages, hardware
provi sions, nethod of glazing, and installation details.

Schedul e of doors; G AE
Schedul e of franes; G AE
Submt door and franme | ocati ons.

SD- 03 Product Data
Doors; G AE
Franes; G AE
Accessories; G AE
Submit manufacturer's descriptive literature for doors, franes,
and accessories. Include data and details on door construction
panel (internal) reinforcenent, insulation, and door edge
construction. Provide additional details and data sufficient for
conparison to SDI A250.8 requirenments

SD- 04 Sanpl es
Factory Finish; G AE

Submit finish sanples mninmum 3 inches by 4 inches by actual
t hi ckness of door and frame naterial.

3 DELI VERY, STORAGE, AND HANDLI NG

Del i ver stainless steel doors, franmes, and accessories undamaged and with
protective wappi ngs or packagi ng. Provide tenporary steel spreaders
securely fastened to the bottom of each welded frane. Store doors and
frames on platforns under cover in clean, dry, ventilated, and accessible
| ocations, with 1/4 inch airspace between doors. Renove danp or wet
packagi ng i medi ately and wi pe affected surfaces dry. Replace damaged
materials wth new

PART 2 PRODUCTS

2.

1 STAI NLESS STEEL DOORS

Prepare doors to receive hardware specified in Section 08710, "Door

Har dware." Doors shall have seam ess edges and seal ed top. Doors shall be 1
3/ 4 inches thick fabricated from 16 gage type #304 stainless stee
conformng to ASTM A 167. Al steel conponent parts used in stainless
doors shall be stainless. Hi nge reinforcements shall be mninum 12 gage
and | ock reinforcenments shall be m nimum 18 gage. Construction shall be
simlar to SDI A 250.8, Level 2, physical perfornmance Level B, with

pol ystyrene insulation core conpletely filling the inside of the doors and
| am nated to inside faces of both panels using contact adhesive applied to
bot h panel s and the core.
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2.2  ACCESSORI ES
2.2.1 Mol di ngs

Provi de nol di ngs around gl ass of interior doors. Provide nonrenovabl e
nol di ngs on corridor side of interior doors. Oher noldings may be
stationary or renovable. Secure inside noldings to stationary noldings, or
provi de snap-on nol di ngs. Provide mol di ngs of same material, gage and
finish as door face.

2.3 STAI NLESS STEEL FRAMES

SDI A250. 8, except as otherwi se specified. Formframes to sizes and shapes
indicated, with wel ded corners. Provide stainless steel frames for
st ai nl ess steel doors.

2.3.1 W&l ded Franes

Continuously weld frame faces at corner joints. Mechanically interlock or
continuously weld stops and rabbets. Gind welds snooth.

2.3.2 Anchor s

Provi de anchors to secure the frame to adjoi ning construction. Provide
stainl ess steel anchors not lighter than 18 gage.

2.3.2.1 val | Anchors

Provide at | east three anchors for each janb. For frames which are nore
than 7.5 feet in height, provide one additional anchor for each janb for
each additional 2.5 feet or fraction thereof. For franes in stud
partitions, weld or otherw se securely fasten anchors to backs of franes.
Desi gn anchors to be fastened to cl osed steel studs with sheet neta
screws, and to open steel studs by wiring or welding.

2.3.2.2 Fl oor Anchors

Provi de floor anchors drilled for 3/8 inch anchor bolts at bottom of each
j anb nenber.

2.4  GASKETS
As specified in Section 08710, "Door Hardware."
2.5 HARDWARE PREPARATI ON

Provi de mi ni mum hardware rei nforci ng gages as specified in ANSI A250.6
Drill and tap doors and franmes to receive finish hardware. Prepare doors
and franes for hardware in accordance with the applicable requirements of
SDI A250.8 and ANSI A250.6. For additional requirenents refer to BHVA Al15.
Drill and tap for surface-applied hardware at the project site. Build
additional reinforcing for surface-applied hardware into the door at the
factory. Locate hardware in accordance with the requirenments of SD A250. 8,
as applicable. Set lock strikes out to provide clearance for gaskets.
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2.6 FI NI SHES
2.6.1 Factory Finish

Al'l surfaces of doors and franes shall be thoroughly cleaned and exposed
surfaces polished to a nunber 4 matte finish.

2.7 FABRI CATI ON AND WORKMANSHI P
Fi ni shed doors and franmes shall be strong and rigid, neat in appearance,
and free fromdefects, waves, scratches, cuts, dents, ridges, holes, warp,
and buckle. Mol ded nmenbers shall be clean cut, straight, and true, with
joints coped or mtered, well formed, and in true alignnent. Dress exposed
wel ded joints snmooth. Design door frame sections for use with the wal

construction indicated. Corner joints shall be well forned and in true
alignment. Conceal fastenings where practicable.

PART 3 EXECUTI ON

3.1 I NSTALLATI ON

3.1.1 Fr ames
Set franes in accordance with SDI 105. Plunb, align, and brace securely
until permanent anchors are set. Anchor bottons of frames w th expansion

bolts or powder-actuated fasteners. Build in or secure wall anchors to
adj oi ni ng construction.

3.1.2 Door s

Hang doors in accordance with cl earances specified in SDI A250.8. After
erection and gl azi ng, clean and adjust hardware.

3.2 PROTECTI ON
Protect doors and frames from damage. Repair damaged doors and franes
prior to conpletion and acceptance of the project or replace with new, as
di rect ed.

3.3 CLEANI NG
Upon conpl etion, clean exposed surfaces of doors and franes thoroughly.

Renove mastic smears and other unsightly marks.

-- End of Section --
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SECTI ON 08220
FI BERGLASS RElI NFORCED PLASTI C DOORS AND FRAMES
PART 1 GENERAL
1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by the
basi ¢ designation only.
AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI)
ANSI A250. 4 (2001) Test Procedure and Acceptance
Criteria for Physical Endurance for Steel
Doors, Franes, Frane Anchors and Hardware
Rei nf or ci ngs
ASTM | NTERNATI ONAL (ASTM
ASTM D 635 (1998) Standard Test Method for Rate of
Burni ng and/or Extent and Time of Burning
of Self-Supporting Plastics in a
Hori zontal Position

ASTM E 152 (1981ae2) Standard Methods of Fire Tests
of Door Assenblies

ASTM E 84 (2001) Surface Burning Characteristics of
Bui l ding Materials

NATI ONAL FI RE PROTECTI ON ASSOCI ATl ON ( NFPA)
NFPA 252 (1999) Fire Tests of Door Assenblies
NFPA 80 (1999) Fire Doors and Fire W ndows
UNDERWRI TERS LABORATORI ES (UL)

UL 10C (1998) Standard for Positive Pressure Fire
Tests of Door Assenblies

1.2 SUBM TTALS
Subnmit the following in accordance with Section 01330, "Subnittal
Procedures. "
SD- 02 Shop Drawi ngs
Doors; G AE
Frames; G AE

Door Accessories; G AE
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Show el evati ons, construction details, material thicknesses,
har dwar e provisions, nethod of glazing, and installation details.

Schedul e of doors; G AE
Schedul e of franes; G AE
Submit door and frame | ocations.
SD- 03 Product Data
Doors; G AE
Frames; G AE
Door Accessories; G AE
Submit manufacturer's descriptive literature for doors, franes,
and accessories. Include data and details on door construction,
finish, fire rating data, panel (internal) reinforcenent, core
mat eri al, and door edge construction.
SD- 04 Sanpl es
Fi ni sh; G AE
Submit sel ected gel coat color.
1.3 PERFORVMANCE REQUI REMENTS
1.3.1 Fire Performance Characteristics
FRP conponent parts, including the gel coat finish, shall have a flane
spread classification of 25 or | ess when tested in accordance with ASTM E 84
and shall be self extinguishing when tested in accordance with ASTM D 635.
1.4 DELI VERY, STORAGE, AND HANDLI NG
Del i ver doors, franes, and accessories undamaged and with protective
wr appi ngs or packagi ng. Provide tenporary spreaders securely fastened to
the bottom of each frame. Store doors and franmes in a vertical position on
pl atforns under cover in clean, dry, ventilated, and accessible |ocations,
with minimum 1/4 inch airspace between doors. Renove danp or wet
packagi ng i medi ately and wi pe affected surfaces dry. Replace damaged

materials with new

1.5 WARRANTY

Ten years free fromdefects in material and worknmanship from date of
shipnent, and lifetime from degradation of failure due to corrosion from
data of shipment.

PART 2 PRODUCTS
2.1 FI BERGLASS RElI NFORCED PLASTI C ( FRP) DOORS
Products shall be provided by a single manufacturer, and shall be a

standard product as shown in the nobst recent catal og data, except as
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specified otherwise. Prepare doors to receive hardware specified in
Section 08710, "Door Hardware." Exterior doors shall have top edge cl osed
flush and sealed to prevent water intrusion. Doors shall be 1 3/4 inches
thi ck, unless otherw se indicated, and conformto ANSI A250.4, nodified,
swing cycle test in excess of 1,000,000 cycles.

2.1.1 Face Sheets

Standard face sheets shall be manufactured using a corrosion resistant
resin systemwth light stabilizing additives. The resin shall be
reinforced with fiberglass, 40% by weight. Face sheets shall be 0.120
i nches thick.

2.1.2 Fi ni sh

Fini sh shall be a custom gel coat color as specified in Section 09915 COLOR
SCHEDULE. CGel coat shall be 15 mil thick (+, -3 mls) and provide a snooth,
seam ess finish.

2.1.3 I nternal Construction
2.1.3.1 Core

Door shall have a 1-1/2 inches thick rigid block of polyurethane | am nated
to the interior of the panels unless noted otherwise. The "R' factor shal
be mininum 11. Doors indicated to be fire rated shall have a mneral core
fire-rated as indicated.

2.1.3.2 Stiles and Rails

Stiles and rails shall be 1-1/2 inches square pultruded fibergl ass tubes.
A pol yester-based resin filled with 1/4 inch chopped gl ass strands and
aerosil shall be used for reinforcements and corner blocks. The bottom
rail shall allow 1-1/4 inches of height alterability wthout |oss of the
panel's integrity. No netal or wood |unber reinforcenments will be allowed.

Fire-rated openings shall be furnished in conpliance with UL testing, and
in accordance with ASTM E 152 and UL 10C.

2.1. 4 Har dwar e Preparations

Rei nf orcenent bl ocki ng for | ocksets, surface nounted hardware and
thru-bol ted hardware shall be non-swelling polyner blocking. Mortise
hardware for full nortise hinges shall be non-swelling polyner bl ocking.
Har dware preparation for nortise | ocksets and exit devices shall be to suit
tenpl at e provi ded.

2.1.5 Door Accessories
2.1.5.1 G azing

G azing support structures shall ensure that the glass area is

weat her-sealed as not to permt noisture to enter the core of the door.
Utilize pultruded FRP tubes to fabricate the wi ndow opening. dd azing nust
all ow for ready access for repair, in the event of danmage or replacenent,
wi thout affecting the sealed integrity of the cutout in the door panel.
Openings cut directly into the core material will not be allowed. d ass
stops shall be rigid polyner frane held in place by stainless stee

f ast eners.
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2.1.5.2 Astragal s

For interior paris of fire rated doors, provide stainless steel astragals
conplying with NFPA 80 for fire rated assenblies.

2.2 FI BERGLASS REI NFORCED PLASTI C (FRP) FRAMES

FRP frames shall be fabricated by FRP door manufacturer. Formframes to
sizes and shapes indicated, with welded corners. Provide FRP frames for
FRP doors, unless otherw se indicat ed.

2.2.1 Corner Mter
Head and jamb menbers shall be standard 45 degree nmiter, providing a neatly
mtered corner connection factory fabricated with resin weld, filled and

gel coat finished. Pultrusion in conpliance with pultrusion industry
st andar ds.

2.2.2 Rei nf orcement s and Braces/ Supports
Corner, nortise hinge, closer and strike reinforcenment shall be
manuf acturer's standard pultruded fiberglass angles and pol yner materi al
attached to franme by nmeans of bonding material, stainless steel countersunk
screws or suitable polyner rivets as appropriate.

2.2.3 Anchor s
Provi de anchors to secure the frame to adjoi ning construction.

2.2.3.1 wall Anchors
Provide at | east three anchors for each janb. For frames which are nore
than 7.5 feet in height, provide one additional anchor for each janb for

each additional 2.5 feet or fraction thereof.

a. Masonry: Provide anchors of corrugated or perforated steel straps
or 3/16 inch dianmeter steel wire, adjustable or T-shaped;

b. Stud partitions: Securely fasten anchors to backs of franes.
Desi gn anchors to be fastened to cl osed steel studs with sheet
nmetal screws, and to open steel studs by wiring or welding.

2.2.3.2 Fl oor Anchors

Provide floor anchors drilled for anchor bolts at bottom of each janb
menber .

2.2.4 Fi ni sh

Gel coat shall be 15 mils thick (+, -3 mls) on all exposed surfaces.
Col or shall match door unless otherw se indicated.

2.3 FI RE FRAVES

Frames indicated to be fire-rated shall be fabricated from 16 gauge Type
316 stainless steel with a #4 finish to profiles indicated.

SECTI ON 08220 Page 5
Am 0003 8/9/04



ADAL Fitness Center, Mnot AFB, ND M 54

2.4 FI RE RATED OPENI NGS

NFPA 80 and this specification. The requirenents of NFPA 80 shall take
precedence over details indicated or specified.

2.4.1 Label s

Fire doors and frames shall bear the |abel of Underwiters Laboratories
(UL), Factory Miutual Engineering and Research (FM, or Warnock Hersey
International (WH) attesting to the rating required. Testing shall be in
accordance with NFPA 252 or UL 10C. Labels shall be netal with raised
letters, and shall bear the name or file nunber of the door and frane

manuf acturer. Labels shall be pernanently affixed at the factory to franes
and to the hinge edge of the door. Door |abels shall not be painted.

2.5 FABRI CATI ON AND WORKMANSHI P

Fi ni shed doors and franmes shall be strong and rigid, neat in appearance,
and free fromdefects, waves, scratches, cuts, dents, ridges, holes, warp,
and buckl e. Mol ded nenbers shall be clean cut, straight, and true, wth
joints coped or mtered, well formed, and in true alignnent. Dress exposed
wel ded joints smooth. Design door frame sections for use with the wall
construction indicated. Corner joints shall be well forned and in true
alignment. Conceal fastenings where practicable. Doors and frames shal
be nortised and reinforced for hardware in accordance with the hardware
manuf acturer's instructions and tenplates. The reinforcing shall be
designed to receive hinges, |ocks, strikes, closers and other hardware

i ndi cat ed.

2.5.1 G out ed Franes

For franes to be installed in exterior walls and to be filled with nortar

or grout, fill the stops with strips of rigid insulation to keep the grout
out of the stops and to facilitate installation of stop-applied head and
janb seal s.

PART 3 EXECUTI ON

3.1 I NSTALLATI ON

3.1.1 Franes
Set franes in accordance with approved shop drawi ngs and FRP manufacturer's
witten instructions. Plunb, align, and brace securely until permanent

anchors are set. Anchor bottons of frames with expansion bolts or
powder - actuated fasteners. Build in or secure wall anchors to adjoining

construction. Backfill FRP frames in masonry partitions with nortar. Wen
an additive is provided in the nortar, coat inside of frames with
corrosion-inhibiting bitunm nous material. For frames in exterior walls,

ensure that stops are filled with rigid insulation before grout is placed.

3.1.2 Door s

Hang doors with clearances of 1/8 inch at janbs and heads and 3/8 inch
above finish floor or threshold for standard doors and 1/4 inch above
finish floor or threshold for fire doors. After erection and gl azi ng,
cl ean and adj ust hardware.
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3.1.3 Fire Doors and Franes

Install fire doors and franes, including hardware, in accordance wi th NFPA
80.

3.1.4  TOLERANCES

Di agonal distortion shall not exceed 1/4 inch neasured with a straight
edge, corner to corner. Maxi mum neaasurable plane is 4-0' x 7-0'.

3.2 PROTECTI ON
Protect doors and franmes from damage. Repair damaged doors and franes
prior to conpletion and acceptance of the project or replace with new, as
di rected.

3.3 CLEANI NG
Upon conpl etion, clean thoroughly exposed surfaces of doors and franmes in

accordance with manufacturer's recomended cl eani ng techni ques and
procedures. Renove mastic smears and ot her unsightly marks.

-- End of Section --
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SECTI ON 09200A

LATHI NG AND PLASTERI NG
12/ 03

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI)

ANS| A108.1 (1999) Installation of Ceranmic Tile;
i ncl udi ng A108. 1A-C, 108.4-.13, 118.1-.10,
A136. 1

ASTM | NTERNATI ONAL (ASTM

ASTM A 580/ A 580M (1998) Stainless Steel Wre

ASTM A 853 (1993; R 1998) Steel Wre, Carbon, for
General Use

ASTM B 164 (1998) Ni ckel - Copper Alloy Rod, Bar, and
Wre

ASTM C 29/ C 29M (1997) Bulk Density ("Unit Weight") and

Voi ds in Aggregate

ASTM C 150 (2002a) Portland Cenent

ASTM C 206 (1984; R 1997) Finishing Hydrated Line
ASTM C 645 (2000) Nonstructural Steel Fram ng Menbers
ASTM C 754 (2000) Installation of Steel Fram ng

Members to Receive Screw Attached Gypsum
Panel Products

ASTM C 841 (1999) Installation of Interior Lathing
and Furring

ASTM C 847 (1995; R 2000) Metal Lath

ASTM C 897 (2000) Aggregate for Job-M xed Portl and
Cenent - Based Pl asters

ASTM C 90 (2002) Loadbearing Concrete Masonry Units

ASTM C 91 (2001) Masonry Cenent

ASTM C 926 (1998a) Application of Portland
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Cenent - Based Pl aster

ASTM C 933 (1996a; R 2001) Welded Wre Lath

ASTM C 1002 (2001) Steel Self-Piercing Tapping Screws
for the Application of Gypsum Panel
Products or Metal Plaster Bases to Wod
Studs or Steel Studs

ASTM C 1032 (1996; R 2002) Wven Wre Plaster Base

1.2 SUBM TTALS

Covernment approval is required for submittals with a "G designation;

submittals not having a "G' designation are for information only or as

ot herwi se designated. Wen used, a designation followi ng the "G

designation identifies the office that will review the submttal for the

CGovernment. The followi ng shall be submtted in accordance with Section
01330 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs
Approved Detail Drawi ngs; G AE

Drawi ngs including installation details, ceiling fram ng, and
furring.

SD- 03 Product Data
Lathing Installation
Basecoat
Pri mer
Synt hetic Finish

Manufacturer's pre-printed descriptive data, catal og cuts, and
installation instructions for plastering naterials and accessori es.

SD- 04 Sanpl es
Portland Cenent-Based Pl aster; G AE
Basecoat; G AE
Synthetic Finish;, GAE
One mnimum 12 i nch square sanpl e panel of each specified finish.
SD-07 Certificates

Qualifications

Manuf acturer's experience in specified work.

1.3 QUALI FI CATI ONS

Manuf acturer shall specialize in manufacturing the types of materia

speci fied, and shall have a m ninumof 5 years of documented successfu
experience. Applicator shall specialize in the type of lath and pl aster
work required to nmeet requirenents, with a mnimumof 3 years of docunented
experi ence.
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1

4 DELI VERY, STORAGE AND HANDLI NG

Materials shall be delivered to project site in the original containers
bearing the nanme of nanufacturer, contents, and brand nane. Plaster,
cenent, and line shall be stored off the ground under weathertight cover
and away from sweating walls and other danp surfaces until ready for use.
Accessories shall be stored off the ground in a weathertight structure for
protection. Danaged or deteriorated materials shall be renmoved from
project site.

.5 ENVI RONMENTAL CONDI TI ONS

Duri ng basecoat and finish application of finish ceiling system air
tenperature shall be at |east 45 degrees F and shall remain at this
tenmperature or higher for at |east 24 hours after application. Finishes
and basecoat shall not be applied to cenent board that is wet, frozen, or
contains frost. After application, and until set and cured, finishes shal
be effectively protected from excessive moisture. Under rapid drying
condi ti ons, danpening of board or base coat surface may be required to

i mprove workability of the base coat.

PART 2 PRODUCTS

2.

2.

1 NON- LOADBEARI NG WALLS
1.1 Studs
Studs for non-loadbearing walls shall conformto ASTM C 645. Studs shal

be C-shaped, roll-formed steel with mninmmuncoated design thickness of
0.0329 in made from 40 hot-di p gal vani zed coat ed sheet.

.1.2 Runner Tracks

Prefabricated floor and ceiling runner tracks shall conformto ASTM C 645.
Tracks shall be prefabricated, U shaped, unpunched web, thickness to nmatch
studs, made from (40 hot-di p gal vani zed coat ed sheet.

.2 METAL WALL FURRI NG

Metal wall furring channels shall conformto ASTM C 645. Furring channels
shall be formed fromcold-rolled steel, 3/4 inch wide by 7/16 i nch deep,
made from G40 hot-di p gal vani zed coat ed sheet.

.3 SUSPENDED CEI LI NG FRAM NG

Suspended ceiling fram ng systemshall have the capability to support the
finished ceiling, light fixtures, air diffusers, and accessories, as shown.
The suspensi on system shall have a maxi mum defl ection of L/360. Carrying
channel s shall be formed from nmi ni mum 0. 0548 inch thick cold-rolled steel,
1-1/2 inch wide by 7/16 inch deep. Cross furring nmenbers shall conformto
ASTM C 645, and shall be fornmed from m ni num 0. 0359 inch thick cold-rolled
steel, 3/4 inch wide by 7/16 inch deep. Carrying channels and furring
nmenbers shall be made from hot-di p gal vani zed coated sheet equivaleant to
G60.
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2.4 TRIM MOLDI NGS, AND ACCESSCRI ES
2.4.1 Hanger s

Suspended ceiling runner channel hangers shall be nonel wire not |ess than
No. 8 SWG nom nal di aneter

2.4.2 Fast eni ngs

Tie wire, rings, and other fastenings shall be nonel or corrosion-resisting
steel conformng to ASTM A 580/ A 580M conposition 302, 304, or 316,
Condition A, or nickel-copper alloy conformng to ASTM B 164, anneal ed
condition. Walls, partitions, and other vertical surfaces not incorporated
in ceiling construction may be erected with soft, anneal ed steel conformng
to ASTM A 853. Surfaces incorporated in suspended ceiling construction
shall be fastened with materials conformng to cenmentitious backer unit
manuf acturer's published instructions.

2.4.2.1 Tie Wre

Tie wire for constructing partitions and vertical furring, for securing
netal lath to supports, for suspended ceiling grillage and for |acing shal
be not less than No. 18 SWG di aneter.

2.4.2.2 dips

Clips used inlieu of tie wire for securing furring channels to the runner
channels in ceiling construction shall be made fromstrips not |ess than
1/8 inch thick or shall be hairpin clip forned of No. 8 SWswire. O her
clips and rings or fastenings of simlar materials shall be equivalent in
hol di ng power to that provided by tie wire for the specific application.

2.4.3 Arch, Fl exible Corner Beads

Fl exi bl e corner beads shall be fabricated of aluminum vinyl, 0.0210 inch
thick gal vani zed steel, 0.030 inch thick zinc alloy, with mninmum 1-1/4
inch wide flanges and 1/8 inch thick bead, designed to bend wi thout

buckl es, kinks, or breaks in the nose.

2.4.4 Casi ng Beads
Casi ng beads shall be J-trimor L-trimfabricated of gal vanized 0.0276 inch
thick steel 1/2 or 3/4 inch depth as appropriate, 12 inch w de expansion
wi ngs, front edge of face flange shaved for intended use, back slightly
arched to provide a spring effect.

2.4.5 Control Joints
Control joints shall be designed for expansion and contraction of plaster

work due to thernmal exposure. Control joints shall be fabricated of 0.030
inch thick zinc alloy, with perforated or expanded-netal w ngs.

2.4.6 Scr ews

Self-drill steel screws shall conformto ASTM C 1002. Screws shall be Type
S for use with steel fram ng.
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2.5 VETAL LATH
2.5.1 Expanded Metal Lath

Expanded netal lath shall conformto ASTM C 847. Lath shall be flat base
lath, self-furring lath, flat rib lath or rib lath, expanded from
cold-rolled carbon sheet steel of commercial quality, coated with
rust-inhibitive paint after fabrication, 3.4 pounds per square yard,

wi t hout backi ng.

2.5.2 Wel ded Wre Lath

Wl ded wire lath shall conformto ASTM C 933. Lath shall be flat base or
self-furring type, fabricated fromnot |ess than 0.0625 inch
copper - beari ng, cold-drawn, galvanized steel wire, w thout backing.

2.5.3 Wven Wre Lath

Wven wire lath shall conformto ASTM C 1032. Lath shall be flat base or
self-furring type with or without stiffeners, wthout backing fabricated
from copper-bearing, cold-drawn, galvanized steel wire not |ess than 0.0548
inch thick, with openings not to exceed 2 x 2 inch wel ded.

2.6 CEMENT PLASTER MATERI ALS
2.6.1 Portl and Cenent

Portl and cenment shall conformto ASTM C 150, gray portland cenent Type

for scratch and brown coats, and white portland cement Type |, for finish
coat, with 1/2 inch chopped al kali-resistant fiberglass strands or

pol ypropyl ene fibers, mnimm1l-1/2 pounds per sack of cenent.

2.6.2 Aggr egat es

The unit weight of aggregates shall be deternmined in accordance with ASTM C
29/ C 29M Portland cenent based pl aster aggregates shall conformto ASTM C
897, except that the gradation of natural or manufactured sand for

portl and-cement plaster shall be as foll ows:

Sand, Percentage by Wi ght
Ret ai ned on Each Sieve

Si eve Size Maxi mum M ni mum

(i nches)

4 0 --

8 8 2

16 38 22

30 78 52

50 97 65
100 100 97
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2.6.3 Wat er
Water shall be clean, fresh, potable, and free frominjurious anounts of
oils, acids, alkalis and organic matter injurious to the plaster and to any
netal in the system

2.6.4 Li me
Linme shall conformto ASTM C 206, Type N-Normal hydrated finishing lime
suitable for use in scratch brown and finish coats of portland-cenent
pl aster.

2.6.5 Masonry Cement

Masonry cenent shall conformto ASTM C 91, suitable for use in scratch and
brown coats of portland-cenent plaster.

2.7 SUSPENDED CEI LI NG MATERI ALS
2.7.1 Cenentitious Backer Units
ANS| A108.1
2.7.2 Joint Reinforcenent
Open weave gl ass fiber tape, 4 inches wi de.
2.7.3 Acrylic Enmul sion for Basecoat

Manuf acturer's standard acrylic ermulsion with graded m neral aggregates and
proprietary ingredients.

2.7. 4 Fi ber gl ass Mesh

Basecoat manufacturer's standard product, 4.5 ounces per square yard
treated for alkaly resistivity.

2.7.5 Pri mer
Basecoat manufacturer's standard product.
2.7.6 Synt hetic Finish

Factory bl ended, 100 percent acrylic polyner based synthetic finish,
integrally colored with light sanded finish.

2.8 WALL OPENI NG FRAMES

Steel franmes for wall openings for borrowed |ights and access panel s shal
be as specified in Section 08110 STEEL DOORS AND FRAMES.

PART 3 EXECUTI ON

3.1 PREPARATI ON
Project conditions shall be verified as ready to receive the work. Field
nmeasurenments shall be verified for conpliance with approved detail draw ngs

and manufacturer's published recommrendati ons. Beginning of installation
neans installer accepts existing conditions.
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3.

2 SUSPENDED CEI LI NG FRAM NG | NSTALLATI ON

Suspended system shall be installed in accordance with ASTM C 841 and as
specified as follows. Were channels are spliced, the ends shall be
overl apped not |l ess than 12 inches for 1-1/2 inch channels and not |ess
than 8 inches for 3/4 inch channels with flanges of channels interl ocked
and securely tied near each end of the splice with two | oops of the tie
wire. Splices shall be staggered.

2.1 Hanger s

Wre or strap hangers shall be attached to structural nenbers in accordance
with ASTM C 841, except hangers shall be spaced not nore than 48 inches

al ong runner channels and 36 inches in the other direction or 42 inches in
both directions unless otherwi se indicated or approved. Locations of
hangers shall be coordinated with other work. Hangers at ends of runner
channel s shall be |l ocated not nore than 6 inches fromwall. Hanger wire
shal | be | ooped around bottom chord of open-web steel joist or secured to
structural elenents with suitable fasteners. Sags or twists in the
suspended system shall be adjusted. Damaged or faulty parts shall be

repl aced.

. 2.2 Mai n Runners

Mai n runner channels shall be installed in accordance with ASTM C 841 and
as specified as follows. Hanger wire shall be saddle-tied to runner
channel s, and the end of hanger wires shall be twisted three tinmes around
itself. Provide 1 inch clearance between nmain runners and abutting walls
and partitions. Miin runners shall be located within 6 inches of the
paralleling wall to support the ends of cross furring.

. 2.3 Furring Channel s

Furring channels shall be spaced a nmaxi mum of 16 inches on center and
within 3 inches of walls. Furring channels shall be securely saddle-tied
to the runner channels and to structural supports at each crossing with
doubl e strand tie wire, hairpin clips, or equivalent clips or fastenings.
Furring channels shall be located within 2 inches of parallel walls and
beans, and 1 inch fromabutting walls.

. 2.4 Light Fixtures and Air Diffusers

Light fixtures and air diffusers shall be supported directly from suspended
ceiling runners. Wres shall be provided at appropriate locations to carry
the wei ght of recessed or surface nounted light fixtures and air diffusers.
At light troffers or any openings that interrupt the carrying or furring
channel s, install additional cross reinforcing to restore lateral stability
of the grillage.

.3 WALL FRAM NG | NSTALLATI ON

. 3.1 Non- Loadbeari ng Wall Fram ng

Nonl oad- bearing steel studs shall be installed in accordance with ASTM C 754
with spacings as indicated in ASTM C 841 for the type of lath used. Studs
shal |l be aligned and secure in top and bottomrunners at spacings indicated
on drawi ngs. Two beads of acoustic seal ant shall be placed between runners
and substrate to achieve the required air seal. Stud splicing is not
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acceptable. Corners shall be constructed with a m ni mum of three studs.
Stud fram ng system shall be braced and rade ri gid.

3.3.2 Adj oi ning Wall s and Col umms

St uds which adjoin walls or colums shall be secured near the top and
bottom and at |east one internediate point, but not nore than 5 feet on
centers, with wire inserts, dovetail anchors, toggle bolts, or bolts set in
expansi on shi el ds.

3.3.3 Corners and | ntersection

Corners and intersections of partitions shall be formed of three studs.
Studs at internal corners shall be placed not nore than 2 inches from
partition intersection.

3.4 LATHI NG | NSTALLATI ON
3.4.1 Metal Lath on Vertical Surfaces

Metal lath shall be applied with the | ong di nension across the supports,
with true even surfaces, and wi thout sags or buckles in accordance with
ASTM C 841. Metal lath on vertical surfaces shall be oriented to provide
maxi mum nechani cal bond with plaster and the upper sheet shall be attached
to overlap the |l ower sheet. The lath shall be secured to supports at
intervals not exceeding 6 inches. Tie wires, rings, clips, or other
approved fasteners having equival ent hol di ng power of the tie wires shal
be used for securing the plaster base to netal supports and to concrete or
masonry. Side-laps or junction of sides of plaster base shall be tied or
ot herwi se secured at intervals not exceeding 9 inches between supports, in
addition to being secured to supports.

3.4.2 Si de and End Laps

Side and end | aps of netal plaster bases shall be performed in accordance
with ASTM C 841 for flat lath and ribbed I ath.

3.4.3 Recesses

Recesses shall be |athed for plastering. Openings over 12 inches w de
shal |l be bridged with furring channels spaced 12 i nches on centers.
Qpenings 12 inches wide and | ess do not need to be bridged. Lath shal
extend 3 inches beyond the edges of opening. Lath shall be securely
fastened by nailing or tying. Lath shall be securely fastened with screws
or wire ties.

3.5 | NSTALLATI ON OF CEMENTI TI QUS BACKER UNI TS TO RECEI VE BASECOAT

Cenentitious backer units shall be installed with | ong edges either
paral l el or perpendicular to the franming and with rough side exposed. Fit
abutting ends and edges cl osely, but not forced together. Maxi mum gap

bet ween panels shall be 1/8 inch. Stagger end joints in successive
courses. Position all edges over fram ng nenbers, with a mninmm5/8 inch
bearing, for parallel application; all ends over fram ng nmenbers, with a
m ni mum 5/ 8 inch bearing, for perpendicul ar application Fast en backer
units along the fram ng nmenbers with screws spaced a maxi mum of 6 inches
o0.c. Position perineter fasteners at least 3/8 inch and less than 5/8 inch
fromends and edges. Drive fasteners in field of panel first, working
towards ends and edges. Hold panel in firmcontact with framng while

SECTI ON 09200A Page 10
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driving fasteners. Drive fasteners so bottom of heads are flush with
surface of panel to provide firmpanel contact with framng. Do not drive
f ast ener heads bel ow panel surface.

3.5.1 Joi nt Treat nent

Cenentitious backer unit joints shall be prefilled with basecoat. Tape
shal | be i medi ately enbedded into the basecoat and the basecoat |evel ed as
flush to the board surface as the tape will allow Feather the basecoat
fromthe edges of the tape into the field of the board a m ni rumof 4
inches. As an alternative, apply tape over the joint and force the
basecoat through the tape to completely fill the joint. Feather edges as
above. Treated joints shall be allowed to cure for a minimum of 4 hours
bef ore basecoati ng.

3.6 OPENI NGS

3.6.1 St eel Franes

Steel franmes shall be securely attached through built-in anchors to the
nearest stud on each side of opening with tie wire, bolts, screws, or
wel di ng or bracing where bracing is specified. Steel frames shall be
grouted solid with plaster grout and a groove shall be forned within the
frane returns to receive lath and plaster.

3.6.2 Cei l i ng Openi ngs

Fram ng shall be provided for ceiling openings and suppl enental supporting
menbers for items nounted in ceiling or attached to ceiling suspension
system Frames for openings shall be secured to support menbers.
Intermedi ate structural nenbers shall be provided for attachnent or
suspensi on of support nenbers.

3.7 | NSTALLATION OF TRIM MOLDI NGS, AND ACCESSORI ES

Trim nol dings, and accessories shall be installed in standard | engths

| evel and plunb to straight lines and as indicated on draw ngs. Fastenings
shal | be spaced not over 12 inches on centers for single-flanged
accessories and not over 24 inches on centers on each flange of
doubl e-fl anged accessories. |Itens shall be mitered or coped at corners, or
prefabricated corners shall be used. Joints in straight runs shall be
formed with splice or tie plates.

3.7.1 Cor ner Beads

Corner beads shall be installed in standard | engths at external plastered
corners, and shall be secured to furring menbers or supports.

3.7.2 Expansi on and Control Joint Beads

Expansi on joint beads shall be installed as control joints in plasterwork
at the locations indicated. Plaster base shall not be run continuous
through control joints. Additional supports shall be installed as required
to support the beads.
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3.7.2.1 Control Joints in Cenentitious Backer Units

Surface control joints in cenentitious backer units shall be installed 20
ft. o.c. maximumin both directions. Leave a continuous 1/2 inch gap
between units for insertion of control joint or for seal ant backer and
seal ant. Backer unit edges and each flange of the control joint shall be
supported and attached to a frami ng nmenber with screws spaced nmaxi mum of 16
inches o.c. Additional attachnment shall be provided with 1/2 inch crown,
stainless staples, driven into the units, spaced as necessary to hold
flanges tight to board. Cover the flanges of the control joint with
basecoat. Feather the basecoat fromcontrol joint grounds into the field
of the board a mnimmof 4 inches and allow to cure for a mininmum of 4
hours before basecoating. Location of control joints shall be as shown on
the draw ngs.

3.7.3 Trim

Trimshall be installed where indicated and as required to conplete the
pl aster worKk.

3.7.3. 1 Trim Accessories for Cenentitious Backer Units

Trimaccessories shall be fastened to the fram ng nenbers with screws
spaced maxi mum of 16 inches o.c. Additional attachnent shall be provided
with 1/2 inch crown, stainless staples, driven into the units, spaced as
necessary to hold flanges tight to board. Cover the flanges of the trim
accessories with basecoat. Feather the basecoat from accessory grounds
into the field of the board a mininmum of 4 inches and allowto cure for a
m ni mum of 4 hours before basecoating.

3.8 PLASTER THI CKNESS AND SURFACE EVENNESS

Pl aster thickness and surface evenness shall be controlled by grounds or
screeds of netal or plaster. Plaster thickness shall be as shown.

3.8.1 G ounds and Screeds
Grounds shall be used for securing trimitens, and for finished corners and
term nations. Screeds shall be installed for base screeds when wood or
netal grounds are not required. Tenporary screeds shall be installed when
per manent screeds or grounds cannot be used. On conpletion of approved
base coats, tenporary screeds shall be renpbved and voids i mediately filled
with plaster.

3.8.2 Pl aster Screeds

Pl aster screeds shall be used within the plastered areas to suppl enment wood
and netal grounds and screeds.

3.9 PLASTER GROUT

Pl aster grout shall be scratch-coat material mxed to a non-fluid
consi stency. Plaster grout shall be used to fill steel frames.

3.10 PROPORTI ONS AND M XI NG
3.10.1 Portl and Cenent-Pl aster Finish

The finish coat shall be proportioned and m xed in accordance with ASTM C
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926, coat FL.
3.10.2 Basecoat for Cementitious Backer Units

Basecoat mix shall be 1 part acrylic emulsion to 1 part portland cenent,
ASTM C 150 Type |, by weight in accordance with nmanufacturer's instructions.

3.11 APPL| CATI ON OF FI NI SHES

Pl aster shall have a fine sand float finish. Basecoat for suspended
ceilings shall have a snooth finish. Seal perinmeter and control joints as
specified in Section 07920 JO NT SELANTS with ASTM C 90, O ass 25 seal ant
as reconmended by synthetic finish and basecoat manufacturer.

3.11.1 Portl and Cenent-Based Pl aster

Three-coat portland cenent-based plaster shall be applied in accordance
with ASTM C 926. The final coat shall be finished to a true and even
surface free fromrough areas, checks, or blem shes. Nom nal plaster
finish thickness shall be 3/4 inches.

3.11.2 Cenentitious Backer Units
3.11. 2.1 Basecoat

Trowel -apply in two passes, a 1/16 inch m nimumthick, uniformlayer of
basecoat with fiberglass nesh over the entire surface after joint and trim
areas have cured a m nimumof 4 hours. Finish surface snooth and fl at.
Under rapid drying conditions, danpen surface as necessary to inprove

wor kabi lity.

3.11. 2.2 Pri mer
Apply primer to basecoat after drying.
3.11. 2.3 Fi ni sh Coat

Apply synthetic finish in accordance with manufacturer's instructions to
achi eve finish specified.

3.12 PATCHI NG

Pl aster show ng oversandi ng, cracks, blisters, pits, checks, discoloration
or other defects is not acceptable. Defective plaster work shall be
renoved and replaced with new plaster at the expense of Contractor.

Pat ching of defective work will be permtted only when approved by the
Contracting Officer. Patching shall match existing work in texture and
col or.

3.13 SAMPLES OF COVMPLETED WORK

Sanpl es of conpleted work may be taken by the Contracting O ficer at any
time for | aboratory inspection and tests to determ ne confornance.

-- End of Section --
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SECTION 13289

ASBESTOS ABATEMENT

PART -1 GENERAL

1.1 REFERENCES

Federal Requirements which govern asbestos abatement work or hauling and disposal of asbestos
waste materials include but are not limited to the following:

U.S.

DEPARTMENT OF LABOR, OCCUPATIONAL SAFETY AND HEALTH

ADMINISTRATION (OSHA)

U.S.

U.S.

Occupational Exposure to Asbestos, Tremolite, Anthophyllite, and Actinolite; Final Rules
Title 29, Part 1910, Section 1001 and
Part 1926, Section 1101 CFR

Respiratory Protection
Title 29, Part 1910, Section 134 CFR

Construction Industry
Title 29, Part 1926 CFR

Access to Employee Exposure and Medical Records
Title 29, Part 1910, Section 2 CFR

Hazard Communication
Title 29, Part 1910, Section 1200 CFR

Specifications for Accident Prevention Signs and Tags
Title 29, Part 1910, Section 145 CFR

DEPARTMENT OF TRANSPORTATION (DOT)

Hazardous Substances
Title 29, Part 171 and 172 CFR

ENVIRONMENTAL PROTECTION AGENCY (EPA)

Asbestos Hazard Emergency Response Act (AHERA) Regulation Asbestos Containing
Materials in Schools Final Rule & Notice Title 40, Part 763, Sub-part E CFR
Training Requirements of (AHERA) Regulation Asbestos Containing Materials in
Schools Final Rule & Notice Title 40, Part 763, Sub-part E, Appendix C CFR
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National Emission Standard for Hazardous Air Pollutants (NESHAPS) National
Emission Standard for Asbestos Title 40, Part 61,Sub-part A, and Sub-part M (Revised
Sub-part B) CFR (as revised November 20, 1990).

NATIONAL INSTITUTE FOR OCCUPATIONAL SAFETY AND HEALTH (NIOSH)
MINE SAFETY AND HEALTH ADMINISTRATION (MSHA)

Non-federal requirements which govern asbestos abatement work or hauling and disposal of
asbestos waste materials are incorporated in this specification by reference.

1.2 SUBMITTALS

Government approval is required for submittals with a “G” designation; submittals not
having a “G” designation are for information only or as otherwise designated. When used,
a designation following the “G” designation identifies the office that will review the
submittal for the Government. The following shall be submitted in accordance with
Section 01330 SUBMITTAL PROCEDURES:

SD-01 Pre Construction Submittals
Respiratory Protection Program; G-AO

Submit Contractor's written respiratory protection program manual required by
OSHA 1926.1101.

Historic Airborne Fiber Data; G-AO

Submit airborne asbestos fiber count data from an independent air monitoring firm
to substantiate selection of respiratory protection proposed. Data submitted shall
include at least the following for each procedure required by the work:

1. Date of measurements.

2. Operation monitored.

3. Sampling and analytical methods used and evidence of their accuracy.

4. Number, duration, and results of samples taken.

SD-06 Test Reports
Report from Medical Examination; G-AO

Submit report of medical examination conducted within last 12 months in
compliance with OSHA medical surveillance requirements for each worker who is
to enter the Work Area. Submit, at a minimum, for each staff member the
following:

a. Name and Social Security Number
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b. Physicians Written Opinion from examining physician including at a minimum
the following:
1. Whether worker has any detected medical conditions that would
place the worker at an increased risk of material health impairment
from exposure to asbestos.

2. Any recommended limitations on the worker or on the use of
personal protective equipment such as respirators.
3. Statement that the worker has been informed by the physician of the

results of the medical examination and of any medical conditions
that may result from asbestos exposure.
c. Copy of information that was provided to physician in compliance with 29 CFR
1926.
d. Statement that worker is able to wear and use the type of respiratory protection
proposed for the project, and is able to work safely in an environment capable of
producing heat stress in the worker.

SD-07 Certificates
AHERA Accreditation; G-AO

Submit copies of certificates from an EPA-approved AHERA Abatement Workers
course for each worker as evidence that each asbestos Abatement Worker is
accredited as required by the AHERA Regulation 40 CFR 763 Appendix C to
Subpart E, April 30, 1987.

Abatement Staff Certification and Licensing; G-AO

Submit copies of certificates and licenses that all abatement staff have been trained,
certified and accredited as required by jurisdictional authority.

1.3 QUALITY ASSURANCE

1.3.1  Personnel Requirements

a. All abatement staff and supervisors assigned to this project are required to
be in possession of valid and current asbestos certifications from the State of
North Dakota Department of Health.

b. Asbestos Abatement Contractor: The contractor selected to perform
asbestos related work for this project will be required to be licensed by the
State of North Dakota to perform asbestos related work.

c. Abatement Contractor General Superintendent: Provide a full-time General
Superintendent who is experienced in administration and supervision of
asbestos abatement projects including work practices, protective measures
for building and personnel, disposal procedures, etc. This person is the
Contractor's Representative responsible for compliance with all applicable

Issued August 9, 2004 13289 - 3 Minot ADL Fitness Center
Amendment #3 ASBESTOS ABATEMENT



federal, state and local regulations, particularly those relating to

asbestos-containing materials.

1. Experience and Training: The General Superintendent must have
completed a course at an EPA Training Center or equivalent certificate
course in asbestos abatement procedures, and have had a minimum of
two (2) years on-the-job training in asbestos abatement procedures.

2. Competent Person: The General Superintendent is to be a Competent
Person as required by OSHA in 29 CFR 1926.

3. Accreditation: The General Superintendent is to be accredited as an
Asbestos Abatement Supervisor in accordance with the AHERA
regulation 40 CFR Part 763, Subpart E, Appendix C.

d. Abatement Staff: All abatement staff are to be accredited as Abatement
Workers as required by the AHERA regulation 40 CFR 763 Appendix C to
Subpart E, April 30, 1987.

1.3.2 Medical Examinations

Provide medical examinations for all abatement staff that may encounter an
airborne fiber level of 0.1 f/cc or greater for an 8 hour Time Weighted Average. In
the absence of specific airborne fiber data provide medical examinations for all
personnel who will enter the Work Area for any reason. Examination shall as a
minimum meet OSHA requirements as set forth in 29 CFR 1926 In addition,
provide an evaluation of the individuals ability to work in environments capable of
producing heat stress in the worker.

1.3.3 Pre-Construction Conference

Attend a "Pre-Construction Conference" convened by the Owner's Representative
prior to start of any work. Meet at project site, or as otherwise directed with
General Superintendent, Owner, Owner's Representative, Project Administrator,
and other entities concerned with the asbestos abatement work. Review
responsibilities and personnel assignments and to locate the containment and
decontamination areas and temporary facilities including power, light, water, etc.

1.34 Notices

Send Written Notification required by USEPA National Emission Standards for
Hazardous Air Pollutants (NESHAPS) Asbestos Regulations (40 CFR 61, Subpart
M) and North Dakota Air Pollution Control Rules Section 33-15-13-02 to the
regional Asbestos NESHAPS Contact at least 10 days prior to beginning any work
on asbestos-containing materials. Send notification to the following address:

North Dakota Department of Health
1200 Missouri Avenue
P.O. Box 5520
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Bismarck, ND 58502-5520
(800) 227-8917

1.4 TESTING AND SAMPLING
1.4 Personnel monitoring

Perform air monitoring as required to meet OSHA requirements for maintenance of
Time Weighted Average (TWA) fiber counts for types of respiratory protection
provided. Owner will not perform air monitoring to meet these requirements.
Provide copies of personnel monitoring performed to the Owner's Representative
within 24 hours.

14.1 Documentation

Testing documentation to comply with all applicable federal and state regulations.
Maintain a permanent testing log for the entire time that work is in progress at that
site. Document all test designs and all air samples taken, including date, time, type,
phase, and time span of sample. Indicate whether sample was for before start of
work, daily work sample, or for final work area clearance. Identify with all samples
with a unique number and location description. Report all results and
interpretations to the Owner’s Representative and Contractor according to the
number and location description entered in the permanent log. At the completion of
the project, supply the Owner with one good, readable copy of every entry, in the
on-site testing log. Provide documentation acceptable to the Owner of the Social
Security and State Certification numbers for all personnel participating in this
project.

1.4.1 Laboratory testing

Employ the services of a testing laboratory to perform laboratory analysis of the air
samples. A microscope and technician will be set up at the job site, so that verbal
reports on air samples can be obtained immediately. A complete record, certified
by the testing laboratory, of all air monitoring tests and results will be furnished to
the Owner's Representative, the Owner, and the Contractor.

1.4.2 Analytical methods

Use the following methods for air monitoring in analyzing filters used to collect air
samples. Sampling rates may be varied from printed standards to allow for high
volume sampling.
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a. Phase Contrast Microscopy (PCM) will be performed using the NIOSH 7400
method. This analysis will be carried out at the job site.

143 Schedule of air samples

Prior to commencement of work secure the following Air Samples to establish a
base line before start of work:

Sample Cassettes: Collect samples on 25 mm. cassettes as follows:
PCM: 0.8 micrometer mixed cellulose ester.
Sampling sensitivity in the table below refers to:

Quantification Limit for PCM analysis as set forth in the analytical method

used.
Number Sampling Minimum
Location of Analysis Sensitivity Volume Rate
Sampled Samples Method Fibers/cc. (Liters) LPM
Outside Each
Work Area 57 PCM 0.01 2,000 1-10

*

" or as determined by on-site project monitor or air sampling professional.

Base Line: An action level expressed in fibers per cubic centimeter, which is
twenty-five percent greater than the largest of the following:

Average of the PCM samples collected outside each Work Area.

Average of the PCM samples collected outside the building fibers
per cubic centimeter.

Daily:

Take the following samples on a daily basis.
Collect samples on 25 mm. cassettes with the following filter media:

PCM: 0.8 micrometer mixed cellulose ester.

Number Quantification Minimum
Location of Analysis Limit Volume Rate
Sampled Samples Method Fibers/cc. (Liters) LPM
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Outside Each

Work Area at

Critical Barrier 1 PCM 0.01 1 ,200* 1-10
Outside Exit

of Clean Room 1 PCM 0.01 1,200" 1-10
Outside Exit

of Equip Decon 1 PCM 0.01 1,200 1-10

Additional samples may be required at Owner's or Owner's Representative's
discretion. If airborne fiber counts exceed allowed limits additional samples will be
taken as necessary to monitor fiber levels.

Written Reports of all air monitoring tests will be posted at the job site on a daily
basis.

Furnish a complete record of all air monitoring and results to the Owner's
Representative, the Owner, and the Contractor.
PART -2 PRODUCTS
2.1 HEPA FILTERED FAN UNITS
2.1.1 Cabinet

Construct shell of durable materials able to withstand damage. Make width of the
cabinet less than 30 inches. Provide units whose cabinets are:

a. Factory-sealed to prevent asbestos-containing dust from being released
during use, transport, or maintenance.
b. Arranged to provide access to and replacement of all air filters from intake
end.
C. Mounted on casters or wheels.
2.1.2  Fans

Rate capacity of fan according to usable air-moving capacity under actual operating
conditions.

2.1.3 HEPA Filters

Provide units whose final filter is the HEPA type with the filter media (folded into closely
pleated panels) completely sealed on all edges with a structurally rigid frame.
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a. Provide units with a continuous rubber gasket located between the filter and
the filter housing to form a tight seal.

b. Provide HEPA filters that are individually tested and certified by the
manufacturer to have an efficiency of not less than 99.97 percent when
challenged with 0.3 um.

c. Provide filters that are marked with: the name of the manufacturer, serial

number, air flow rating, efficiency and resistance, and the direction of test air
flow.

2.1.4 Pre-filters

Two stages of pre-filtration are required. Provide units with the following pre-filters:
a. First-stage pre-filter: Low-efficiency type (e.g., for particles 100 um and larger).
b. Second-stage (or intermediate) filter: medium efficiency (eg., effective for
particles down to 5 um)

2.1.5 Unit filters

Provide units with pre-filters and intermediate filters either on or in the intake grid of the
unit and held in place with housings or clamps. Install new pre-filters after arrival on site.

2.2 PROTECTIVE CLOTHING
221 Coveralls

Provide disposable full-body coveralls and disposable head covers, and require that they be
worn by all personnel in the Work Area. Provide a sufficient number for all required
changes, for all personnel in the Work Area.

22.2 Boots

Provide work boots with non-skid soles, and where required by OSHA, foot protection, for
all workers. Provide boots at no cost to personnel. Paint uppers of all boots red with
waterproof enamel. Do not allow boots to be removed from the Work Area for any reason,
after being contaminated with asbestos-containing material. Dispose of boots as asbestos-
contaminated waste at the end of the work.

223 Hard Hats

Provide OSHA compliant head protection (hard hats) for all personnel. Label hats with same
warning labels as used on disposal bags. Require hard hats to be worn at all times that work
is in progress that may potentially cause head injury. Provide hard hats of type with plastic
strap type suspension. Require hats to remain in the Work Area throughout the work.
Thoroughly clean, decontaminate and bag hats before removing them from Work Area at the
end of the work.
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2.3

224  Goggles

Provide OSHA compliant eye protection (goggles) for all personnel involved in scraping,
spraying, or any other activity, which may potentially cause eye injury. Thoroughly clean,
decontaminate and bag goggles before removing them from Work Area at the end of the
work.

225 Gloves

Provide work gloves to all personnel and require that they be worn at all times in the Work
Area. Do not remove gloves from Work Area. Dispose of as asbestos-contaminated waste at
the end of the work.

RESPIRATORY PROTECTION
2.3.1 Type of Required Respiratory Protection

Provide respiratory protection through determining the proper level of protection by dividing
the expected or actual airborne fiber count in the Work Area by the "protection factors" given
below. The level of respiratory protection which supplies an airborne fiber level inside the
respirator, at the breathing zone of the wearer, at or below the permissible exposure limit
(PEL) is the minimum level of protection allowed.

2.3.2  Respirator Construction

a. Respirator Bodies: Provide half face or full face type respirators. Equip full
face respirators with a nose cup or other anti-fogging device as would be
appropriate for use in air temperatures less than 32 degrees fahrenheit.

b. Filter Cartridges: Provide, at a minimum, HEPA type filters labeled with
NIOSH and MSHA Certification for "Radionuclides, Radon Daughters, Dust,
Fumes, Mists including Asbestos-Containing Dusts and Mists" and color coded
in accordance with ANSI Z228.2 (1980). In addition, a chemical cartridge
section may be added, if required, for solvents, etc., in use. In this case, provide
cartridges that have each section of the combination canister labeled with the
appropriate color code and NIOSH/MSHA Certification.

c. Non-permitted respirators: Do not use single use, disposable or quarter face
respirators.

2.3.3 Respiration Levels Required

Provide respiratory protection through determining the proper level of protection by
dividing the expected or actual airborne fiber count in the Work Area by the "protection
factors" given below. The level of respiratory protection which supplies an airborne fiber
level inside the respirator, at the breathing zone of the wearer, at or below the permissible
exposure limit (PEL) is the minimum level of protection allowed.
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24 AIR PURIFYING RESPIRATORS

24.1

242

Negative pressure - half or full face mask type

Provide a sufficient quantity of respirator filters approved for asbestos, so that
personnel can change filters during the work day. Require that respirators be
wet-rinsed, and filters discarded, each time a person leaves the Work Area. Require
that new filters be installed each time a person re-enters the Work Area. Store
respirators and filters at the job site in the changing room and protect totally from
exposure to asbestos prior to their use.

Powered air purifying - half or full face mask type

Provide a sufficient quantity of high efficiency respirator filters approved for
asbestos so that workers can change filters at any time that flow through the face
piece decreases to the level at which the manufacturer recommends filter
replacement. Require that regardless of flow, filter cartridges be replaced after 40
hours of use. Require that HEPA elements in filter cartridges be protected from
wetting during showering. Require entire exterior housing of respirator, including
blower unit, filter cartridges, hoses, battery pack, face mask, belt, and cords, be
washed each time a person leaves the Work Area. Caution should be used to avoid
shorting battery pack during washing. Provide an extra battery pack for each
respirator so that one can be charging while one is in use.

2.5 RESPIRATOR USAGE

Comply with ANSI Z88.2 - 1980 “Practices for Respiratory Protection" and OSHA 29 CFR
1910 and 1926. Regardless of Airborne Fiber Levels: Require that the minimum level of
respiratory protection used be half-face air-purifying respirators with high efficiency filters.

2.5.1 General usage
Require that a respirator be worn by any person in a Work Area at all times,
regardless of activity, during a period that starts with any operation which could
cause airborne fibers until the area has been cleared for re-occupancy in accordance
with this section.
252 Fit Testing
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a. Initial Fitting: Provide initial fitting of respiratory protection during a
respiratory protection course of training. Fit types of respirator to be actually
worn by each individual. Allow an individual to use only those respirators for
which training and fit testing has been provided.

b. Upon Each Wearing: Require that each time an air-purifying respirator is put

on it be checked for fit with a positive and negative pressure fit test in
accordance with the manufacturer's instructions or ANSI Z88.2 (1980).

2.6 DECONTAMINATION UNITS - GENERAL

Provide separate Personnel and Equipment Decontamination facilities. Require that the
Personnel Decontamination Unit be the only means of ingress and egress for the Work Area.
Require that all materials exit the Work Area through the Equipment Decontamination Unit.

2.6.1

2.6.2

2,63

2.6.4

Shower Head and Controls

Provide a factory-made shower head producing a spray of water which can be
adjusted for spray size and intensity. Feed shower with water mixed from hot and
cold supply lines. Arrange so that control of water temperature, flow rate, and shut
off is from inside shower without outside aid.

Filters

a. Provide cascaded filter units on drain lines from showers or any other water
source carrying asbestos-contaminated water from the Work Area.

b. Provide units with disposable filter elements as indicated below. Connect so
that discharged water passes primary filter and output of primary filter passes
through secondary filter.

1. Primary Filter - Passes particles 20 microns and smaller.
2. Secondary Filter - Passes particles 5 microns and smaller.

Shower Stall

For Wash Down Station, provide leak tight shower enclosure with integrated drain
pan fabricated from fiberglass or other durable waterproof material, approximately
3' x 3' square with minimum 6' high sides and back. Structurally support as
necessary for stability. Equip with hose bib, as specified in this section, mounted at
approximately 4'-0" above drain pan. Connect drain to a reservoir, pump water
from reservoir through filters to a drain or store and use for amended water. Mount
filters inside shower stall on back wall beneath hose bib.

Sump Pump
Provide totally submersible waterproof sump pump with integral float switch.

Provide unit sized to pump 2 times the flow capacity of all showers or hoses
supplying water to the sump, through the filters specified herein when they are
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loaded to the extent that replacement is required. Provide unit capable of pumping
debris, sand, plaster or other materials washed off during decontamination
procedures without damage to mechanism of pump. Adjust float switch so that a
minimum of 3" remains between top of liquid and top of sump pan.

2.7 PERSONNEL DECONTAMINATION UNIT

Provide a Personnel Decontamination Unit consisting of a serial arrangement of connected
rooms or spaces, Changing Room, Drying Room, Shower Room, Equipment Room. Require
all persons without exception to pass through this Decontamination Unit for entry into and
exiting from the Work Area for any purpose. Do not allow parallel routes for entry or exit.
Do not remove equipment or materials through Personnel Decontamination Unit.

2.8 EQUIPMENT DECONTAMINATION UNIT

Provide an Equipment Decontamination Unit consisting of a serial arrangement of rooms,
Clean Room, Holding Room, Wash Room for removal of equipment and material from Work
Area. Do not allow personnel to enter or exit Work Area through Equipment
Decontamination Unit.

PART -3 EXECUTION
3.1 PERMISSIBLE EXPOSURE LIMIT (PEL)

8-Hour Time Weighted Average (TWA) of asbestos fibers to which any person may be
exposed shall not exceed the following.

Time Weighted Average (TWA) = 0.1 fibers/cubic centimeter

Fibers: For purposes of this section, fibers are defined as all fibers regardless of composition
as counted in the NIOSH 7400 procedure.

3.2 RESPIRATOR PROTOCOL

Instruct and train each worker involved in asbestos abatement or maintenance and repair of friable
asbestos-containing materials in proper respiratory use and require that each worker always wear a
respirator, properly fitted on the face in the Work Area from the start of any operation which may
cause airborne asbestos fibers until the Work Area is completely decontaminated. Use respiratory
protection appropriate for the fiber level encountered in the work place or as required for other
toxic or oxygen-deficient situations encountered.

3.3 DECONTAMINATION ENTRY
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Each time Work Area is entered remove all street clothes in the Changing Room of the Personnel
Decontamination Unit and put on new disposable coverall, new head cover, and a clean respirator.
Proceed through shower room to equipment room and put on work boots.

3.4 AIRMONITORING - TESTING LABORATORY SERVICES

3.4.1

3.4.2

3.43

Air monitoring

Provide work area isolation air monitoring to detect faults in the work area isolation
such as:

Contamination of the building outside of the work area with airborne asbestos
fibers, failure of filtration or rupture in the differential pressure system.

Failure and Contamination

Should any of the above occur, immediately cease asbestos abatement activities
until the fault is corrected. Do not recommence work until authorized by the
Owner's Representative.

Continuous monitoring

Conduct air monitoring throughout the course of the project.

3.5 STOP ACTION LEVELS

3.5.1

352

Outside Work Area

If any air sample taken outside of the Work Area exceeds the base line established
below, immediately and automatically stop all work except corrective action. The
Owner's Representative will determine the source of the high reading and so notify
the Contractor in writing.

Isolation Failure Action

If the high reading was the result of a failure of Work Area isolation measures, initiate
the following actions:

a. Immediately erect new critical barriers to isolate the affected area from the balance
of the building. Erect Critical Barriers at the next existing structural isolation of the
involved space (eg. wall, ceiling, floor).

b. Decontaminate the affected area.

c. Require that respiratory protection be worn in affected area until area is cleared for
re-occupancy.
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3.6

3.7

3.8

d. Leave Critical Barriers in place until completion of work and insure that the
operation of the pressure differential system in the Work Area results in a flow of air
from the balance of the building into the affected area.

e. If the exit from the clean room of the personnel decontamination unit enters the
affected area, establish a decontamination facility consisting of a Shower Room and
Changing Room at entry point to affected area.

f.  Final air samples will be taken within the affected area, and if acceptable, continue
with the abatement process of the work area.

3.5.3 Other Causes Failure Action

If the high reading was the result of other causes initiate corrective action as
determined by the Owner's Representative.

STOP WORK
If the Critical or Primary barrier falls or is breached in any manner, stop work immediately.

Do not start work until repairs to the barriers have been made and authorization from the
Owner's Representative.

WORK AREA AIR MONITORING CLEARANCE CRITERIA

3.7.1 Contractor release criteria
The Asbestos Abatement Work Area is cleared when the Work Area is visually
clean and airborne asbestos structure concentrations have been reduced to the level
specified below.
To determine if the elevated airborne asbestos structure concentration encountered
during abatement operations has been reduced to the specified level, the Owner will
secure samples and analyze them according to the following procedures.

Sampling: PCM samples will be secured as indicated below.

Work Area Clearance: Upon meeting the clearance requirements, the work removal of the
containment barriers will be authorized.

Aggressive sampling procedures as described below will be followed.

AGGRESSIVE SAMPLING
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3.8.1

Sampling Criteria

All Air Samples will be taken using aggressive sampling techniques as follows:

a.

Before sampling pumps are started the exhaust from forced-air equipment
(leaf blower with an approximately 1 horsepower electric motor) will be
swept against all walls, ceilings, floors, ledges and other surfaces in the
room. This procedure will be continued for 5 minutes per 10,000 cubic feet
of room volume.

One 20 inch diameter fan per 10,000 cubic feet of room volume will be
mounted in a central location at approximately 2 meters above floor,
directed toward ceiling and operated at low speed for the entire period of
sample collection.

Air samples will be collected in areas subject to normal air circulation away
from room corners, obstructed locations, and sites near windows, doors or
vents.

After air-sampling pumps have been shut off, fans will be shut off.

3.9 SCHEDULE OF AIR SAMPLES

The number and volume of air samples taken and analytical methods used by the Contractor

will be in accordance with the following schedule.
depending upon the analytical instruments used.
3.10 PHASE CONTRAST MICROSCOPY

Sample volumes given may vary

In each homogeneous work area after completion of all cleaning work, a minimum of 7

samples will be taken and analyzed as follows:

Collect samples on 25 mm cassettes with the following filter media:

PCM: 0.8 mixed cellulose ester in a cassette with a conductive extension cowl.

Number Acceptance Minimum
Location of Analysis Criteria Volume Rate
Sampled Samples Method Fibers/cc. (Liters) LPM
Each Work Area 5 PCM <0.010 2,000 0.5-10
or
Each Room of 1
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Work Area (5 min.) PCM <0.010 2,000 0.5-10

3.11

Analysis: Fibers on each filter will be measured using the NIOSH Method 7400 entitled
"Asbestos and Other Fibers by PCM" published in the NIOSH Manual of Analytical
Methods, Fourth Edition, August 15, 1994.

Fibers: Referred to in this section include fibers regardless of composition as counted by the
phase contrast microscopy method used.

Release Criteria: Decontamination of the work site is complete when all of the following
criteria are met:

All five of the air sample analysis results are less than 0.01 f/cc.

If any of the above criteria are not met, then the decontamination is incomplete and re-
cleaning is required.

MONITORING

Continuously monitor and record the pressure differential between the Work Area and the
building outside of the Work Area with a print record continuous manometer.

Relative Pressure in Work Area: Continuously maintain the work area at an air pressure that
is lower than that in any surrounding space in the building, or at any location in the
immediately proximity outside of the building envelope. This pressure differential when
measured across any physical or critical barrier must equal or exceed a static pressure of 0.02
inches of water.

Accomplish the pressure differential by exhausting a sufficient number of HEPA filtered fan
units from the work area. The number of units required will depend on machine
characteristics, the seal at barriers, and required air circulation. The number of units will
increase with increased make-up air or leaks into the Work Area. Determine the number of
units required for pressure isolation by the following procedure:

Establish required air circulation in the work area, personnel and equipment
decontamination units.

Establish isolation by increased pressure in adjacent areas or as part of seals where
required.

Exhaust a sufficient number of units from the work area to develop the required
pressure differential.
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3.12

The required number of units is the number determined above plus one additional
unit.

Determining the Air Circulation Requirements: Provide a fully operational air circulation
system supplying a minimum of the following air circulation rate 6 air changes per hour.

Determine Number of Units needed to achieve required air circulation according to the
following procedure:

Determine the volume in cubic feet of the work area by multiplying floor area by ceiling
height. Determine total air circulation requirement in cubic feet per minute (CFM) for the
work area by multiplying this volume by the air change rate and dividing by 60 minutes per
hour.

Air Circulation Required in Cubic Feet of Air per Minute (CFM) =

Volume of work area (cu. ft.) X Number of air changes per hour
60 (minutes per hour)

Divide the air circulation requirement (CFM) above by capacity of HEPA filtered fan unit(s)
used. Capacity of a unit for purposes of this section is the capacity in cubic feet per minute
with fully loaded filters (pressure differential which causes loaded filter warning light to
come on) in the machine's labeled operating characteristics.
Number of Units Needed =  Air Circulation Requirement (CFM)
Capacity of Unit with Loaded Filters (CFM)

Add one (1) additional unit as a backup in case of equipment failure or machine
shutdown for filter changing.

TEMPORARY PRESSURE DIFFERENTIAL AND AIR CIRCULATING SYSTEM
3.12.1 Control access

Isolate the Work Area to prevent entry by building occupants into Work Area or
surrounding controlled areas.

3.12.2  Visual Barrier

Where the Work Area is immediately adjacent to or within view of occupied areas,
provide a visual barrier of opaque polyethylene sheeting at least 6 mil in thickness
so that the work procedures are not visible to building occupants. Where this visual
barrier would block natural light, substitute frosted or woven rip-stop sheet plastic
in locations approved by the Owner's Representative.
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3.12.3

Warning Signs

Provide Warning Signs at each locked door leading to Work Area reading as
follows:

Legend Notation

KEEP OUT 3" Sans Serif Gothic or Block
BEYOND THIS POINT 1" Sans Serif Gothic or Block
ASBESTOS ABATEMENT WORK 1" Sans Serif Gothic or Block
IN PROGRESS 1" Sans Serif Gothic or Block
BREATHING ASBESTOS DUST 14 Point Gothic

MAY BE HAZARDOUS TO YOUR

HEALTH

3.13 CRITICAL BARRIERS

Completely Separate the Work Area from other portions of the building, and the outside by
closing all openings with sheet plastic barriers at least 6 mil in thickness, or by sealing cracks
leading out of Work Area with duct tape.

3.13.1

3.13.2

3.13.3

Sealing Openings

Individually seal all ventilation openings (supply and exhaust), clocks, doorways,
windows, convectors and speakers, and other openings into the Work Area with duct
tape alone or with polyethylene sheeting at least 6 mil in thickness, taped securely in
place with duct tape. Maintain seal until all work including Project Decontamination
is completed.

Barriers

Provide Sheet Plastic barriers at least 6 mil in thickness as required to seal openings
completely from the Work Area into adjacent areas. Seal the perimeter of all sheet
plastic barriers with duct tape or spray cement.

Barrier Support

Mechanically Support sheet plastic independently of duct tape or spray cement seals
so that seals do not support the weight of the plastic. Following are acceptable
methods of supporting sheet plastic barriers. Alternative support methods may be
used if approved in writing by the Owner's Representative.

3.14 PRIMARY BARRIER
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3.15

Protect building and other surfaces in the Work Areas from damage from water and high
humidity or from contamination from asbestos-containing debris, slurry or high airborne fiber
levels by covering with a primary barrier consisting of two (2) layers of plastic sheeting on
walls in those spaces with wall finishes. Areas with concrete walls may be protected with
one (1) layer of sheet plastic. Carpeted and/or tiled floors will be covered by two (2) layers
of 6 mil polyethylene, followed by a layer of corrugated cardboard to be covered with a final
layer of 6 mil polyethylene on the top. Floor protection for concrete terrazzo will consist of a
6 mil drop cloth directly under work being performed. The non-slip stair runners will be
covered with a layer of duct tape.

TEMPORARY ENCLOSURES

3.15.1

3.15.2

3.15.2

3.15.4

Area Preparation

Clean all contaminated furniture, equipment, and or supplies with a HEPA filtered
vacuum cleaner or by wet cleaning, prior to being moved or covered. All
equipment furniture, etc. is to be closely examined for determination of potential
asbestos contamination. If visual evidence of contamination is observed, then
appropriate decontamination procedures must be followed.

Cleaning

Clean All Surfaces In Work Area with a HEPA filtered vacuum or by wet wiping
prior to the installation of primary barrier.

Work Area

The location where asbestos-abatement work occurs. It is a variable of the extent of
work of the Contract. It may be a portion of a room, a single room, or a complex of
rooms. A "Work Area" is considered contaminated during the work, and must be
isolated from the balance of the building, and decontaminated at the completion of
the asbestos-control work.

Isolation

Completely isolate the Work Area from other parts of the building so as to prevent
asbestos-containing dust or debris from passing beyond the isolated area. Should
the area beyond the Work Area(s) become contaminated with asbestos-containing
dust or debris as a consequence of the work, clean those areas in accordance with
the procedures indicated in this section. Perform all such required cleaning or
decontamination at no additional cost to owner. Isolation shall include construction
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of a wood stud and double sided plywood barrier at locations where directed by
Owner's Representative or On-site Project Manager.

3.15.5 Removal and protection

Remove all removable furniture that has been designated uncontaminated by the
Contract Documents or Owner's Representative. Also remove uncontaminated
equipment, and/or supplies from the Work Area before commencing work, or
completely cover with two (2) layers of polyethylene sheeting, at least 6 mil in
thickness, securely taped in place with duct tape. Such furniture and equipment
shall be considered outside the work area unless covering plastic or seal is breached.

3.15.6  Disabling

Disable ventilating systems or any other system bringing air into or out of the Work
Area. Disable system by removing circuit breakers, by lockable switch or other
positive means that will prevent accidental premature restarting of equipment.

3.15.7 Lockout

Lockout power to Work Area by switching off all breakers serving power or
lighting circuits in work area. Label breakers with tape over breaker with notation
"DANGER circuit being worked on". Lock panel and have all keys under control
of Contractor's Superintendent or Owner's Representative.

3.15.8 Signage and notification

Lockout power to circuits running through work area wherever possible by switching
off all breakers or removing fuses serving these circuits. Label breakers with tape
over breaker with notation "DANGER circuit being worked on". Lock panel and
have all keys under control of contractor's superintendent or owner's designated
representative. If circuits cannot be shut down for any reason, label at intervals 4'-0"
on center with tags reading, "DANGER live electric circuit. Electrocution hazard."
Label circuits in hidden locations but which may be affected by the work in a similar
manner.

3.15.9 Emergency exiting

At each existing exit door from the Work Area provide a means for emergency
exiting.

3.16 DECONTAMINATION PROCEDURES

Require that all personnel use the following decontamination procedure as a minimum
requirement whenever leaving the Work Area:
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3.16.1 Garment disposal

When exiting area, remove disposable coveralls, disposable head covers, and
disposable footwear covers or boots in the equipment room.

3.16.2 Showering
Still wearing respirators, proceed to showers. Showering is mandatory.
3.16.3  Showering protocol

Care must be taken to follow reasonable procedures in removing the respirator to
avoid asbestos fibers while showering. The following procedure is required as a
minimum:

a. Thoroughly wet body including hair and face. If using a Powered Air-
Purifying Respirator (PAPR) hold blower unit above head to keep canisters
dry.

b. With respirator still in place thoroughly wash body, hair, respirator face
piece, and all parts of the respirator except the blower unit and battery pack
on a PAPR. Pay particular attention to seal between face and respirator and
under straps.

c. Take a deep breath, hold it and/or exhale slowly, completely wet hair, face,
and respirator. While still holding breath, remove respirator and hold it
away from face before starting to breath.

d. Carefully wash face-piece of respirator inside and out.

e. Ifusing PAPR: shut down in the following sequence, first cap inlets to filter
cartridges, then turn off blower unit (this sequence will help keep debris
which has collected on the inlet side of filter from dislodging and
contaminating the outside of the unit). Thoroughly wash blower unit and
hoses. Carefully wash battery pack with wet rag. Be extremely cautious of
getting water in battery pack as this will short out and destroy battery.
Shower completely with soap and water.

Rinse thoroughly.

Rinse shower room walls and floor prior to exit.

Proceed from shower to Changing Room and change into street clothes or
into new disposable work items.

=g o

3.16.4 Within Work Area

Require that personnel NOT eat, drink, smoke, chew tobacco or gum, or apply
cosmetics in the Work Area. To eat, chew, drink or smoke, personnel shall follow
the procedure described above, and then dress in street clothes before entering the
non-Work Areas of the building.
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3.17 PROJECT DECONTAMINATION

Work of This Section includes the cleaning, and decontamination of all surfaces of the Work
Area, and all furniture or equipment in the Work Area.

Start of Work: Work of this section begins with the cleaning of the Primary Barrier. At
start of work the following will be in place:

Primary Barrier: Two layers of polyethylene sheeting on floor and one layer on
walls in finished areas and as modified in unfinished spaces.

Critical Barrier: An airtight barrier between the Work Area and other portions of
the building or the outside.

Critical Barrier Sheeting: Over lighting fixtures and clocks, ventilation openings,
doorways, convectors, speakers and other openings.

Decontamination Units: For personnel and equipment in operating condition.

Pressure Differential System still in operation.

3.18 FIRST CLEANING

3.18.1

3.18.2

First Cleaning

Carry out a first cleaning of all surfaces of the work area including items of
remaining sheeting, tools, scaffolding and/or staging by use of damp-cleaning and
mopping, and/or a High Efficiency Particulate Air (HEPA) filtered vacuum. (Note:
A HEPA vacuum may fail if used with wet material.) Do not perform dry dusting
or dry sweeping. Use each surface of a cleaning cloth one time only and then
dispose of as contaminated waste. Continue this cleaning until there is no visible
debris from removed materials or residue on plastic sheeting or other surfaces.

Removal

Remove All Filters in Air Handling System(s) and dispose of as asbestos-containing
waste in accordance with Disposal of Asbestos-Containing Waste Material.

3.19 FINAL CLEANING

3.19.1 Final Cleaning
Carry out a final cleaning of all surfaces in the Work Area in a manner to ensure all
residual material has been thoroughly removed. The use of clean disposable towels
wetted and disposed of regularly when contaminated is required.
Issued August 9, 2004 13289 - 22 Minot ADL Fitness Center

Amendment #3 ASBESTOS ABATEMENT



3.19.2

Contractor's Testing

At the completion of the above cleaning visually inspect all surfaces. Wipe surfaces
with a dark blue or black towel and inspect for light colored residue. If residue is
observed, re-clean the affected areas.

3.20 VISUAL INSPECTION

3.20.1

3.20.2

Inspection

After Final Cleaning Perform a Complete Visual Inspection of the entire Work Area
including: all surfaces, ceiling, walls, floor, decontamination unit, all plastic
sheeting, seals over ventilation openings, doorways, windows, and other openings;
look for debris from any sources, residue on surfaces, dust or other matter. If any
debris, residue, dust or other matter is found repeat final cleaning and continue
decontamination procedure from that point.

Encapsulation
After completion of visual inspection and authorization by the project manager,

perform encapsulation of substrate. Wait until encapsulant is dry on all surfaces
prior to final air sampling.

3.21 REMOVAL OF ASBESTOS-CONTAINING MATERIALS

3.21.1

3.21.2

3.21.3

Secondary Barrier

Over the Primary Barrier, install as a drop cloth a clear 6 mil sheet plastic in all
areas where asbestos removal work is to be carried out. Completely cover floor
with sheet plastic. Where the work is within 10'-0" of a wall extend the Secondary
Barrier up wall to ceiling. Support sheet plastic on wall with duct tape, seal top of
Secondary plastic to Primary Barrier with duct tape so that debris is unable to get
behind it. Provide cross strips of duct tape at wall support as necessary to support
sheet plastic and prevent its falling during removal operations.

Installation

Install Secondary Barrier at the beginning of each work shift. Install only sufficient
plastic for work of that shift.

Removal
Remove Secondary Barrier at end of each work shift or as work in an area is

completed. Fold plastic toward center of sheet and pack in disposal bags. Keep
material on sheet continuously wet until bagged.
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3.22 WET REMOVAL

3.22.1

3.22.2

3.22.3

3224

Wetting

Thoroughly wet Asbestos-Containing Materials to be removed prior to stripping
and/or tooling to reduce fiber dispersal into the air. Accomplish wetting by a fine
spray (mist) of amended water or removal encapsulant. Saturate material suffi-
ciently to wet to the substrate without causing excess dripping. Allow time for
amended water or removal encapsulant to penetrate material thoroughly. If
amended water is used, spray material repeatedly during the work process to
maintain a continuously wet condition. If a removal encapsulant is used, apply in
strict accordance with manufacturer's written instructions. Perforate outer covering
of any installation which has been painted and/or jacketed in order to allow
penetration of amended water or removal encapsulant, or use injection equipment to
wet material under the covering. Where necessary, carefully strip away while
simultaneously spraying amended water or removal encapsulant on the installation
to minimize dispersal of asbestos fibers into the air.

Misting

Mist work area continuously with amended water whenever necessary to reduce
airborne fiber levels.

Thermal System Insulation

Spray with a mist of amended water or removal encapsulant. Allow amended water
or removal encapsulant to saturate material. If a removal encapsulant is used, use in
strict accordance with manufacturer's instructions. Remove job-molded insulation
in chunks and hand place in a disposal bag. Do not drop to floor. Remove any
residue on pipe or fitting with stiff bristle nylon hand brush. In locations where the
pipe fitting insulation is removed from pipe with straight runs insulated with fibrous
glass or other non-asbestos containing fibrous material, remove fibrous material as
directed (6 inches from the point where it contacts the asbestos containing
insulation).

Removal
Remove saturated Asbestos-Containing Material in small sections from all areas.

Do not allow material to dry out. As it is removed, simultaneously pack material
while still wet into disposal bags. Twist neck of bags, bend over and seal with
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minimum three wraps of duct tape. Clean outside and move to Wash Down Station
adjacent to Material Decontamination Unit.

a.

b.

Issued August 9, 2004

Amendment #3

Evacuate air from disposal bags with a HEPA filtered vacuum cleaner
before sealing.

Active Electrical Equipment: Do not wet materials in the vicinity of
active electrical equipment.

Restrict Access: Maintain existing access restrictions to areas with
active electrical equipment. Allow access to area only to qualified
tradespersons with prior experience in the installation and repair of
involved equipment.

Warning Signs: Post warning signs at the entry point to active electrical
equipment as required by OSHA or other applicable regulation.
Personnel: Work on active electrical equipment is to be performed by
qualified tradespersons with prior experience in the installation or repair
of the involved equipment. Restrict access to electrical equipment.
Electrical Isolation: Cover exposed conductors with a minimum 1/8"
thick neoprene blanket draped over the conductor and surrounding area.
Protective Equipment: Provide workers working on or in the vicinity of
active electrical with appropriate protective equipment including
insulating gloves, boots, and non-conductive tools.

Hot Equipment: Do not wet materials on hot piping or equipment.
Restrict Access: Maintain any existing access restrictions to areas with
hot equipment. Provide railing or other barriers to prevent accidental
contact with hot equipment. Allow access to area only to qualified
tradespersons with prior experience with the type of equipment
involved.

Warning Signs: Post warning signs at hot equipment as required by
OSHA or other applicable regulation.

Personnel: Work on hot equipment is to be performed by qualified
tradespersons with prior experience with the type of equipment
involved. Restrict access to electrical equipment.

Protective Equipment: Provide workers working on or in the vicinity of
hot equipment with appropriate protective equipment including
insulating gloves, boots, and coveralls.

Work Procedures: Perform removal work using "Localized Control of
Material Release" and "Local Ventilation and Collection System"
procedures described below.
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3.23 DISPOSAL OF ASBESTOS-CONTAINING WASTE MATERIAL

Disposal Bags: Provide 6 mil thick leak-tight polyethylene bags labeled with three labels
with text as follows:

3.23.1 First Label

Provide in accordance with 29 CFR 1910.1200(f) of OSHA Hazard Communication

standard:
DANGER
CONTAINS ASBESTOS FIBERS
AVOID CREATING DUST
CANCER AND LUNG DISEASE HAZARD
BREATHING AIRBORNE ASBESTOS, TREMOLITE, ANTHOPHYLLITE, OR
ACTINOLITE FIBERS IS HAZARDOUS TO YOUR HEALTH

3.23.2 Second Label

Provide in accordance with U. S. Department of Transportation regulation on
hazardous waste marking. 49 CFR parts 171 and 172. Hazardous Substances:

RQ (ASBESTOS)
CLASS 9
NA 2212

In addition to this wording, a DOT Class 9 material label is needed.

3.23.3  Third Label
Contains the following information:

NAME OF WASTE GENERATOR
LOCATION AT WHICH THE WASTE WAS GENERATED

3.23.4 Hauling

All waste is to be hauled by a waste hauler with required licenses from all states and
local authority with jurisdiction.

3.23.5 Containers
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Load all asbestos-containing waste material in disposal bags or leak-tight drums.
All materials are to be contained in one of the following:

Two 6 mil bags or
Two 6 mil bags and a fiberboard drum or

Wrapped in two layers of 6 mil poly sheeting with all seems sealed with 2”

duct tape

3.23.6  Protection
Protect interior of truck or dumpster with a minimum of one layer of 6 mil poly
sheeting.

3.23.7 Loading
Carefully load containerized waste in fully enclosed dumpsters, trucks or other
appropriate vehicles for transport. Do not transport asbestos materials in open
vehicles. Vehicles must be intrinsically balanced. Exercise care before and during
transport, to insure that no unauthorized persons have access to the material.

3.23.8  Storage
Do not store containerized materials outside of the Work Area. Take containers
from the Work Area directly to a sealed truck or dumpster.

3.23.9 Labeling
Label drums with same warning labels as bags. Uncontaminated drums may be
reused. Treat drums that have been contaminated as asbestos-containing waste and
dispose of in accordance with this specification.

3.23.10 Transporting
Adpvise the landfill operator or processor, at least ten days in advance of transport, of
the quantity of material to be delivered.

3.23.11 Disposal Site
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At disposal site unload containerized waste: At a disposal site, carefully unload
sealed plastic bag from the truck. If bags are broken or damaged, return to work site
for re-bagging.

3.23.12 Receipts
Retain receipts from landfill for materials disposed of.
3.23.13 Completion
At completion of hauling and disposal of each load submit copy of waste manifest,
chain of custody form, and landfill receipt to Owner's Representative.
END OF SECTION
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